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EXECUTIVE SUMMARY

This report updates the hydrogeologic conceptual model for the carbon tetrachloride and
uranium/technetium plumes in the 200 West Area of the Hanford Site over the last 5 years (1994
through 1999). During this 5-year period, the Environmental Restoration Contractor (ERC) has
been performing interim remedial actions at three operable units to remove the carbon
tetrachloride and uranium/technetium contamination from the subsurface. These actions include
the following:

. 200-ZP-2 soil vapor extraction system that is designed to remediate carbon tetrachloride
in the vadose zone

. 200-ZP-1 extraction treatment injection system that is designed to remediate carbon
tetrachloride, trichloroethene, and chloroform in the groundwater

. 200-UP-1 extraction treatment injection system that is designed to remediate the primary
contaminants of technetium-99 and uranium and the secondary contaminants of carbon
tetrachloride and nitrate in the groundwater. '

The data collected during these remedial actions and during other 200 West Area
characterization and monitoring activities have resulted in modifications to the understanding of
the subsurface system and contaminant distribution.

The objective of this S-year update is to address the aspects of the hydrogeologic conceptual
model related to remediation of the carbon tetrachloride and uranium/technetium plumes.
Specifically, the update focuses on the following activities: ’

D Integrate new data into the current understanding of the 200 Wes-'.t Area hydrogeologic
conceptual model |
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*  Integrate new data into the current understanding of the distribution of the major
200 West Area contaminant plumes and the contaminant inventory disposed to the soil
column

. Document groundwater remediation system performance in relation to the updated
conceptual model

. ‘Describe general aquifer conditions and aquifer response to Hanford Site operations and

remedial actions

. Discuss recent plume modeling results and how they support discussions of future
remediation efforts

. Support development of a final Record of Decision for the remediation activities.
Updates to the hydrogeological conceptual model include the following observations:

. The sedimentary units of the vadose zone and unconfined aquifer have been categorized
~ ashydrogeologic modeling units besed on properties that generally affect groundwater
flow (i.e., texture, sorting, and cementation). This new model should be useful for future
modeling of contaminant movement and distributions.

. The Upper Ringold Unit has been found to extend further south within the 200 West Area
and southeasterly beyond the 200 West Area than previously reported. Because this unit
has a lower permeability than the overlying and underlying gmvel-dommated units, it
may affect aqueous and contaminant migration and distribution.

*  Natural recharge from precipitation is most recently estimated at greater than 100 mm/yr

in the carbon tetrachloride disposal area (Fayer and Walters 1995). This is the first time
that an areally extensive quantitative distribution of recharge has been performed for the

ES-2



BHI-01311

Rev. D
Hanford Site. Natural recharge may cofitinue to drive contaminants toward the
groundwater.

 In 1995, the rate of decline of the water table increased, particularly in the central portion
of 200 West near the Plutonium Finishing Plant (formerly named Z Plant) and the TX-TY
tank farms, when liquid discharges to the soils were terminated per the Hanford Federal
Facility Agreement and Consent Order (Tri-Party Agreement) (Ecology et al. 1994)
milestone series M-17. Some groundwater monitoring wells have t;lready gone dry as a
result of the declining water level, and numerous other wells are projected to go dry as
the water table continues to decline. '

With the shut down of the 216-U-10 Pond in 1984 and the cessation of all liquid
discharges in 1995, local groundwater mounds have been dissipating. As a result, the .
flow direction across the 200 West Area can begin to resume the regional west-to-east,
pre-Hanford operations direction rather than the local radial flow patterns produced by
the groundwater mounds. :

Groundwater flow directions underlying the carbon tetrachloride disposal sites are
strongly influenced by the 200-ZP-1 groundwater pump-and-treat system, which has been
operating at full-scale since 1996. Monitoring systers for some facilitics (¢.g., Low-
Leve! Burial Ground waste management area 4) have been directly affected because of
reversals in groundwater flow directions (DOE-RL 1999b). Operation of the 200-ZP-1
pump-and-treat system has also decreased the downward hydraulic gradient in the area of
the extraction wells (mitigating downward movement of dissolved contaminants) by
accelerating removal of the groundwater mound in the unconfined aquifer.

Groundwater models have been used to predict the elevation of Hanford Sitc water levels
to the year 2350, after the effects of surface liquid discharges have dissipated and
approximate steady-state conditions reached (Cole et al. 1997). Based on these modeling
results and because of irrigation practices in the Cold Creek Valley west of the Hanford

ES-3



BHI-01311

_ Rev. 0
Site, it is predicted that water levels will not retum completely to pre-Hanford conditions -
_in the western portion of the Site.

A diminution of the 1,000-pg/L contour in the plume of dissolved carbon tetrachloride in
the northern part of the 200 West Area has been observed. However, one well in this
area has consistently maintained concentrations above 1,000 pg/L. This well is located
far enough to the northwest of the known source cribs that the question of another carbon
tetrachloride source in the northern part of the 200 West Area should be considered. In
addition, the shape of the baseline plume in this area (west to east) implies another
possible source of carbon tetrachloride in addition to the known sources south and east of
the Plutonium Finishing Plant.

Pump-and-treat extraction and injection operations have affected the distribution and
concentrations of carbon tetrachloride in the high concentration (4,000 to 8,000 pg/L)
centroid portion of the plume. The >4,000-ug/L contour interval has expanded in size
and now extends more northerly and easterly near the extraction wells. The steady or
increasing concentrations over a larger area may imply the presence of dense
non-aqueous phase liquid (DNAPL), residual carbon tetrachloride, or a higher
partitioning coefficient than previouély estimated,

Dissolved carbon tetrachloride has been observed deep (>10 m [32.8 ft]) within the
unconfined aquifer and within the uppermost confined aquifer in the 200 West Area. At
both the middle and bottom of the unconfined aquifer, the highest sample results underlie
the high-concentration area of the water table plume. The presence of carbon

tetrachloride deep in the aquifer implies that either DNAPL sank through the aquifer
during disposal and is slowly dissolving, or that elevated dissolved concentrations were
driven downward by groundwater hydraulic forces.

Technetium-99 has been detected in groundwater removed by the 200-ZP-1 extraction
wells, Concentrations have ranged from 20 to 286 pCi/L at the extraction wells (all
concentrations are below the maximum contaminant level [MCL] of 900 pCi/L) for

ES+4
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samples collected in calendar year 1999. The source of this contamination has not been
~ determined but could be the 216-Z-9 Crib or the TX-TY tank farms.

. I_{emediatioh of technetium-99 at the 200-UP-1 OU has nearly met the goal of 10 times
(9,000 pCi/L) the MCL (DOE-RL 1999b).

. A substantial retardation factor (related to the distribution coefficient, K4) is hindering
remediation efforts for uranium, and little or no progress has been made toward meeting
the remediation goal of 480 pCi/L. An empirical value of K4 for uranium, was calculated
using field data collected during remediation operations. This evaluation yielded a K4 of
0.13 mL/g. Groundwater numerical modeling has shown that a small K4 (0.5 mL/g)
significantly reduces the rate of plume movement from the 200 West Area (Chiaramonte
et al. 1997), : |

’ The ERC developed and applied a groundwater numerical model to predict the long-term
impacts of contamination on the gtoundw;t& and to evaluate the effectiveness of current
and proposed remedial actions (Chiaramonte et al. 1997). Based on this study, the mass
of carbon tetrachloride (which is not being remediated)‘that has moved away from the
source area in the 200 West Area ig sufficient to cover the entire 200 Area Plateau and
could potentially reach the Columbia River at concentrations above drinking water
standards. Remediation of the high-concentration area in the central area of the plume
will help to prevent further degradation of the unconfined aquifer, but only near the
200 West Area,

. Again, based on the ERC study, little benefit appears to be gained by active remediation
of the technetium-99 and uranium plumes. If remediation were discontinued, it is
predicted that concentrations of technetium-99 and uranium would fall below
groundwater regulatory limits before leaving the 200 Area Plateau.

The collection of technical information during remedial operations and other investigations over
the past 5 years has enhanced the understanding of the contaminants and the physical system in
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which they are contained. This update to the conceptual model has been useful for identifying
- data gaps related to plume distribution and movement. Recommendations to address these data
gaps are as follows: '

. The lateral extent of carbon tetrachloride in the vadose zone and the vertical extent of
carbon tetrachloride dissolved in the groundwater need better definition to support mass
balance and remediation efforts.

&ﬁmdmz (1) Characterize the deep distribution of carbon tetrachioride in
groundwater by advancing new well installations to the uppermost confined aquifer and
sampling for carbon tetrachloride, (2) install new groundwater wells to monitor deep
within the unconfined aquifer, (3) reconfigure existing wells for groundwater and vadose
sampling, and (4) reconfigure well 299-W-4-09 to determine carbon tetrachloride
concentrations to the east of the 200-ZP-1 remediation site.

. The location, amount, and properties of DNAPL carbon tetrachloride within the
subsurface need to be assessed to help focus and define remediation needs.

Recommendation: Measure rebound of carbon tetrachloride concentrations in
groundwater during a period of shutdown of the 200-ZP-1 groundwater pumping
operations. An increase in concentrations would indicate DNAPL.

. The extent of carbon tetrachloride nonequilibrium sorption in the vadose zone and
groundwater needs to be determined to help account for the inventory and define
remediation needs.

Recommendation: Conduct laboratory tests and analyses on representative Hanford Site
sediments,
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The value and variability of the equilibrium partitioning coefficient (Kq4) for carbon
tetrachloride on site sediments need to be quantified to help account for the inventory and
refine numerical predictions of carbon tetrachloride transport rates.

Recommendation: Conduct laboratory tests using site-specific soils and representative
mixtures of organics.

The residual saturation of carbon tetrachloride in the vadose zone should be quantified to
help account for the carbon tetrachloride inventory, refine estimates of flux to the

groundwater, and refine numerical modeling estimates of the depth of carbon
tetrachloride within the aguifer.

Recommendation: Collect and analyze soil sa:hples (i.e., split-spoon or core samples) in
the vicinity of the disposal sites to determine the residual saturation.

Estimates of the fate and location of the original carbon tetrachloride inventory
discharged to the soil column need to be improved to support remediation efforts.

Recommendation: Re-evaluate the inventory mass balance based on more recent studies

and data from current remedial actions in the groundwater and the vadose zone.

" The source(s) of the observed distribution of carbon tetrachloride :in groundwater away

from the known disposal sites should be evaluated to help focus source removal and
groundwater remediation efforts. '

Recommendation: Re-evaluate the hydraulic flow fields during and after the carbon
tetrachloride disposal to determine if the distribution of carbon tetrachloride is reasonable
based on the hydraulics alone or if a yet-to-be identified source contributed to the
groundwater contamination. '
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Volatilization of carbon tetrachloride from the groundwater to the vadose zone should be -
evaluated to support assessments of natural attenuation and remediation efforts.

Recommendation: Conduct a study, including field measurements near the
groundwater/vadose zone interface, to quantify the volatilization process.

The cause and significance of the variability in the ratio of carbon tetrachloride to
chloroform detected in groundwater samples should be evaluated to support
understanding of contaminant source, inventory, and distribution.

Recommendation: Conduct a systematic study of the carbon tetrachloride/chloroform
relationship in both the vadose zone and groundwater using existing data.

The identification and extent of a suspected technetium-99 plume to the east of the
200-ZP-1 pump-and-treat site should be evaluated to help support groundwater
remediation efforts.

Reconunendations: Sample well 299-W14-09 at depth for technetium and then
reconfigure it as a monitoring well at the top of the unconfined aquifer. Conduct
additional sampling for radionuclides at the 200-ZP-1 groundwater extraction wells and
as part of system operations. '

The value and variability of the partitioning coefficient (K4) of uranium at the 200-UP-1
site need to be defined to support numerical predictions of the rate of plume migration.

Recommendation: Conduct laboratory tests using site-specific soils and/or field tests to
quantify the partitioning coefficient (K4) for uranium on aquifer soils.

Field monitoring data are needed to confirm the numerical modeling predictions that
pump-and-treat remediation of technetium-99 and uranium is of little technical benefit
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and that concentrations of technetium-99 and uranium will fall below groundwater
regulatory limits through natural attenuation alone before leaving the 200 Area Plateau.

- Recommendation: Shut down the pump-and-treat system at 200-UP-1 and implement a

monitoring program to track plume movement and to measure rebound of uranium and

technetium.
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METRIC CONVERSION CHART
The following conversion chart is provided to aid the reader in conversion.
Into Metric Units Out of Metric Units

If You Know Multiply By  To Get If You Knaw Multiply By~ To Get
Length Length |
inches 254 millimeters millimeters 0.039 inches
inches 254 centimeters centimeters 0.394 - inches
feet 0.305 meters meters 3.281 feet
yards 0.914 meters meters 1.094 yards
miles 1.609 kilometers kilometers 0.621 miles
Area Area
$q. inches 6.452 $q. centimeters | 8q. centimeters 0.155 $q. inches
sq. feet 0.093 5Q. meters 8q. meters 10.76 sq. feet
5q. yards 0.0836 5q. meters 8q. meters 1.196 sq. yards
8q. miles 2.6 8q. kilometers 5q. kilometers 04 sq. miles
acres 0.405 hectares - hectares 247 acres
Mass (welight) Mass (weight)
ounces 28.35 grams | pams 0.035 ounces
pounds 0.454 kilograms kilograms 2.205 pounds
ton 0.907 metric ton metric ton 1.102 ton
Volume Volume
teaspoons 5 milliliters milliliters 0.033 fluid ounces
tablespoons 1s milliliters liters 2.1 pints
fluid ounces 30 milliliters liters 1.057 quarts
cups 0.24 liters liters 0.264 gallons
pints 0.47 liters cubic meters 35315 cublc feet
quarts 0.95 liters cubic meters 1.308 cubic yards
gallons - 38 liters
cubic feet 0.023 cubic meters.
cubic yards 0.765 cubic meters
Temperature Temperature
Fahrenheit subtract32,  Celsius Celsius multiplyby  Fabrenheit

then 9/5, then add

multiply by 32

59 :
Radioactivity Radioactivity .
picocuries 7 millibecquere} millibecquerel 0.027 picocuries



BHI-01311
Rev. 0

1.0 INTRODUCTION

The Environmental Restoration Contractor (ERC), Bechtel Hanford, Inc. (BHI), conducts
groundwater remediation activities across the Hanford Site for the U.S. Department of Energy .
(DOE). The groundwater has been contaminated by a variety of chemical and radiological
constituents associated with past liquid effluent disposal and by unintentional leaks and spills.

The ERC is currently performing interim remedial actions at three operable units (OUs) located
in the 200 West Area of the Hanford Site, Operable units, as defined under the Comprehensive
Environmental Response, Compensation, and Liability Act 1980 (CERCLA), are established to
address contamination issues in various areas of the Hanford Site, The three 200 West Area OUs
currently using interim remedial action treatment systems are as follows:

. 200-ZP-2 — A vadose zone vapor extraction system that is designed to remediate carbon
tetrachloride.

. 200-ZP-1 ~ A groundwater pump-and-treat system that is designed to remediate carbon
tetrachloride, trichloroethylene (TCE), and chloroform.

. 200-UP-1-A grotmdwater pump-and-treat system that is designed to remediate the
primary contaminants of technetium-99 and uranium and the secondary contaminants of
cerbon tetrachloride and nitrate (Figure 1).

This report updates the hydrogeologic conceptual model of the 200 West Area as it relates to the
primary contaminants being remediated by the three treatment systems.

The report is organized into five main sections. Section 1.0 discusses the scope of this document
and provides background information. In Section 2.0, the hydrogeologic setting is presented,

- including updates on the geology, hydrogeology, and the hydraulic influence of the pump-and-

treat operations. Section 3.0 includes a discussion of the contaminant distributions, and
Section 4.0 provides a discussion of the contaminant transport. Data gaps and recommendations
are provided in Section 5.0. Supporting information is contained in Appendix A,

1.1 . SCOPE

This report updates the groundwater and vadose zone aspects of the hydrogeologic conceptual
model for the 200 West Area. More specifically, this update discusses water level changes,
contaminant movement both laterally and vertically in the saturated and unsaturated zones,
geologic interpretations, and numerical modeling results. In addition, this report discusses the
impact of the treatment systems on the contaminant plumes (i.e., carbon tetrachloride, uranium,
and technetium-99) and the current status of groundwater condltlons in the OUs located in the
200 West Area of the Hanford Site,

This report does not consider the tank farms, Low-Level Burial Grounds, or other Resource
Conservation and Recovery Act of 1976 (RCRA) facilities located in the 200 West Area.

1
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12 OBJECTIVES

The overall objective of this report is to support current interim remedial action operations by
presenting a refined conceptual model of the contaminant plumes and providing
recommendations for additional data collection. The specific objectives of this report are as
follows:

. Present the current understanding of 1he 200 West Area hydrogeologic conceptual model
associated with the carbon tetrachloride uranium, and technetium-99 plumes

¢ Document groundwater remediation system performance
. Describe general aquifer conditions and aquifer response to remedial actions

It is anticipated that this report will provide a vehicle for discussions on remediation efforts and
will support development of a final Record of Decision (ROD) at these sites.

1.3 BACKGROUND

The following subsections provide a brief overview of the historical operations and the remedial
action objectives (RAOs) for each of the three treatment systems located in the 200 West Area.

~ 13.1 200-UP-1 Pump-and-Treat Operations

Initial operations consisted of a pilot-scale treatability test conducted from March 1994 to
September 1995 (DOE-RL 1995¢). The treatability test demonstrated that ion exchange

was effective at removing uranium and technetium-99 from extracted groundwater to below
U.S. Eanvironmental Protection Agency (EPA) maximum contaminant level (MCL) guidelines.
ThePhueIpump—and-u'wopemﬂom commenced September 25, 1995, using a single
extraction well and a single injection well. Groundwater was treated onsite using ion-exchange
technology and granular activated carbon (GAC). This system operated until February 7, 1997.
During this period of time, operations continued with anticipation of the release of the Interim
Remedial Measure Propoud Plan for the 200-UP-1 Operable Unit, Hanford Washington
(DOE-RL 1995b) and the issuance of a ROD.

On February 25, 1997, an interim remedial action ROD was issued for the 200-UP-1
pump-and-treat operations (DOE et al. 1997). The selected remedy consisted of extracting
groundwater from the highest concentration zone of the uranium and technetium-99 groundwater
plumes and routing the groundwater to the Effluent Treatment Facility (ETF) in the 200 East
Area for treatment. Since initiation of Phase II operations on March 31, 1997, contaminated
groundwater has been pumped from the extmcuonwellandtranspomd via pipeline, 11.3 km

(7 mi) to the ETF. Treated groundwater is discharged to the State-Approved Land Disposal Site
(SALDS) north of the 200 West Area.
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The interim remedial action ROD (DOE et al. 1997) has the following specific RAOs:

. Reduce contamination in the areas with the highest concentrations of uranium
and technetium-99 to below 10 times (480 pg/L) the cleanup level under the Model
Toxics Control Act (MTCA) for uranium and 10 times (9,000 pCi/L) the MCL for
technetium-99

. Reduce potential adverse human health risks by reducing contaminant mass
. Prevent further movement of these contaminants from the highest concentration areas

. Provide information that will lead to the development and implementation of a final
remedy that will be protective of human health and the environment. .

For additional site characterization and background information on the 200-UP-1 OU and
pump-and-treat activity, refer to the Remedial Investigation/Feasibility Study Work Plan for the
200-UP-1 Groundwater Operable Unit (DOE-RL 1994), 200-UP-1 Groundwater Remedial
Design/Remedial Action Work Plan (DOE-RL 1997), and the Engineering Evaluation/
Conceptual Plan for the 200-UP-1 Groundwater Operable Unit Interim Remedial Measure (BHI
1996b). Information regarding the progress of the 200-UP-1 pump-and-treat operations is
provided in 200-UP-! Groundwater Pump-and-Treat Phase I Annual Report, FY 1996 (BHI
1996a); Fiscal Year 1997 Annual Report for the 100-NR-2, 200-UP-1, and 200-ZP-1 Pump-and-
Treat Operations and Operable Units (BHI 1998); and Fiscal Year 1998 Annual Summary
Report for the 200-UP-1, 200-ZP-1, and 100-NR-2 Pump-and-Treat Operations and Operable
Units (DOE-RL 1999b).

Previous conceptual model information is provided in the Hydrogeologic Model for the 200 West
Groundwater Aggregate Area (Connelly et al. 1992) and the 200 West Groundwater Aggregate
Area Management Study Report (DOE-RL 1993). Numerical modeling is provided in the
Hanjford Sitewide Groundwater Remediation Strategy — Supporting Technical Information (BHI
1996¢) and Hanford Sitewide Groundwater Remdiation Strategy — Groundwater Contaminant
Predictions (BHI 1997b).

1.3.2 200-ZP-1 Pump-and-Treat Operations

The 200-ZP-1 pump-and-treat system was implemented as an interim remedial action to prevent
further movement of groundwater carbon tetrachloride contamination and to reduce contaminant
mass. The system was implemented in a three-phased approach, Phase I operations consisted of
a pilot-scale treatability test from August 29, 1994, to July 19, 1996. During this operating
period, contaminated groundwater was removed through a single extraction well at a rate of
about 150 L/min (45 gal/min), treated using GAC, and returned to the aquifer through an

* injection well. For more detailed information about operations during the treatability test, refer
to the 200-ZP-1 Operable Unit Treatability Test Report (DOE-RL 1995a).

Concurrent with Phase [ operations, an interim action ROD (EPA 1995) was issued in June 1995,

selecting the remedy using groundwater pump-and-treat technology to minimize further
migration of carbon tetrachloride, chloroform, and TCE in the groundwater Phase II operations

3
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commenced August 5, 1996, in accordance with the interim action ROD and the Hanford
Federal Facility Agreement and Consent Order (Tri-Party Agreement) Milestone M-16-04A
(Ecology ct al. 1994). Phase Il operations ended on August 8, 1997, for transition to Phase III
operations. The well field configuration during Phase II operations consisted of three extraction
- wells, pumping at a combined rate of about 570 L/min (150 gal/min), and a single injection well.
Groundwater was treated using an air stripper and GAC for purging the air stream. Fora
detailed description of the treatment system setup and operation, refer to the 200-ZP-1 interim
Remedial Measure Quarterly Report, October - December 1996 (BHI 1997a).

Phase Ill operations were initiated on August 29, 1997, which satisfied Tri-Party Agreement
Milestone M-16-04B. The well field was expanded to include six extraction wells and five
injection wells, and pumping was increased to a combined rate of 720 L/min (190 gal/min). The
treatment process for the Phase ]Il system also uses air-stripping technology and GAC for
remediating contaminated groundwater. Extraction wells were installed to contain the high-
concentration portion of the carbon tetrachloride plume situated near the Plutonium Finishing
Plant (formerly named Z Plant), as required by the interim action ROD.

The interim remedial action selected by the interim action ROD has the following specific RAOs
and performance criteria:

. Prevent further movement of contaminants from the highest concentration area of the
plume (i.e., contain contaminants inside the 2,000~ to 3,000-ug/L contour).

- Performance criterion I: Establish an inward hydraulic gradient within the
2,000- to 3,000-ug/L carbon tetrachloride contour (the containment perimeter).

. Reduce contamination in the area of highest concentrations of carbon tetrachloride.

- Performance criterion 2: Operate an interim remedial treatment system that will
remove carbon tetrachloride, chloroform, and TCE, and will also measure the
mass of carbon tetrachloride removed.

. Provide information that will lead to development of a final remedy that will be
protective of human health and the environment.

- Performance criterion 3. Evaluate aquifer and contaminant properties
information collected during well installation and process operation.

For additional site characterization and background information on the 200-ZP-1 OU and
pump-and-treat activity, refer to the Engineering Evaluation/Conceptual Plan for the

200-ZP-1 Operable Unit Interim Remedial Measure (BHI 1994), and the 200-ZP-1 IRM Phase II
and 11T Remedial Design Report (DOE-RL 19962). Information regarding the progress of the
200-ZP-1 pump-and-treat operations is provided in BHI (1998) and DOE-RL (1999b).

Previous conceptual model information is provided by Connelly et al. {1992) and DOE-RL
(1993). Numerical modeling is provided in BHI (1996¢) and (1997b).
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1.4 200-ZP-2 SOIL VAPOR EXTRACTION OPERATIONS

The 200-ZP-2 soil vapor extraction (SVE) operations were implemented as an expedited
response action (ERA) to remove carbon tetrachloride contamination from the vadose zone,
thereby minimizing any additional contamination of the groundwater. The first site evaluations,
which included a pilot test of a SVE system, were conducted in 1991, Results of the initial ERA
site evaluations were summarized in the Expedited Response Action Proposal (EE/CA & EA) for
200 West Area Carbon Tetrachloride Plume (DOE-RL 1991).

Based on the initial investigations and on the engineering evaluation and cost analysis (EE/CA),
the preferred alternative for removing the carbon tetrachloride from the vadose zone was SVE
followed by above-ground vapor treatment using GAC (DOE-RL 1991). In January 1992, the
EPA and the Washington State Department of Ecology (Ecology) signed an action memorandum
authorizing DOE to initiate SVE for cleanup of carbon tetrachloride (EPA and Ecology 1992).
The first SVE system began operating in February 1992, By March 1993, three SVE systems
were in operation, with a total extraction capacity of 85 m*/min. The three systems were
operated at the 216-2-1A tile field, 216-Z-9 Trench, and 216-Z-18 Crib. These three areas were
selected for initial SVE operations because they were the primary known disposal sites for
carbon tetrachloride. In August 1995, SVE operations were expanded to include the 216-Z-12
site. This disposal site was known to have received carbon tetrachloride, and ERA
characterization activities indicated significant concentrations of carbon tetrachloride in the
subsurface soil vapor.

A rebound study was conducted throughout the carbon tetrachloride SVE sites from

November 1996 through July 1997 (Rohay 1997). The purpose of the study was to determine
the increase in carbon tetrachloride vapor concentrations following shutdown of the extraction
systems. All three SVE systems were shut down on November 4, 1996, and restarted on July 18,
1997. All three SVE systems continued to operate until September 30, 1997. During the time
when the systems were off-line, carbon tetrachloride concentrations were monitored at 90
subsurface monitoring locations, ranging in depth from 1.5 to 64 m.

Based on the results of the rebound study and the declining rate of carbon tetrachloride removal
during continuous extraction operations, the operating strategies for fiscal years (FYs) 1998 and
1999 were modified. Rather than operating all three SVE systems continuously, only the
14.2-m Itmn system was used for carbon tetrachloride removal. During each of these two years,
the 14.2-m*/min SVE system was operated for 3 months at the combined 216-Z-1A, 216-Z-18,
and 216-Z-12 well fields and for 3 months at the 216-Z-9 well field. The SVE system was shut
down for the winter from October through March in FY 1998 and in FY 1999.

For the 6-month period that the system was shut down during cach of FYs 1998 and 1999,
the rebound in carbon tetrachloride concentrations was monitored at nonoperational wells
and probes covering both well fields. For the 3 months that the system was operated at the
combined 216-Z-1A, 216-Z-18, and 216-Z-12 well fields, carbon tetrachloride
concentrations were monitored at nonoperational wells and probes primarily at

the 216-Z-9 well field. For the 3 months that the system was operated at the 216-Z-9



BHI-01311
Rev. 0

well field, carbon tetrachloride concentrations were monitored at nonoperational wells and
probes primarily at the 216-Z-1A, 216-Z-18, and 216-Z-12 well fields,

The action memorandum (EPA 1992) described the purpose of the ERA as follows:
The purpose of this action is to mitigate the threat to site workers,
public health, and the environment caused by the migration of carbon
tetrachloride vapors through the soil column and into the
groundwater. The action is an interim action taken to reduce the
mass of carbon tetrachloride in the soil column beneath the 200 West
Area pending the final cleanup activities associated with the
200-ZP-] and 200-ZP-2 Operable Units.

For this report, the purpose statement above can be divided into the following four RAOs:

. Mitigate the threat to site workers

. Mitigate the threat to public health

. Mitigate the threat to the environment caused by the migration of contaminants from soil
to groundwater

. Reduce the mass of carbon tetrachlonde in the soil.

For additional site characterization and background information on the 200-ZP-2 QU and SVE
activity, refer to DOE-RL (1991), Rohay et al. (1992), Rohay et al. (1993), Rohay (1995),
Weekes and Glaman (1995), and Rohay (1996). Information regarding the progress of the
200-ZP-2 SVE operations is provided in Rohay (1997) and (1999).

Previous conceptual model information is provided in Rohay et al. (1994) and Rohay (1999).
Numerical modeling is provided in Rohay and McMahon (1996) and Piepho (1996).

20 GEOLOGY AND HYDROGEOLOGY

2.1 GEOLOGY AND HYDROGEOLOGY

This section updates the geologic and hydrogeologic conceptual mode! of the 200 West Area
using information collected or reported primarily since 1994,

2.1.1 Updates to the Geologic and Hydrogeologic Interpretation of the 200 West Area
The unconsolidated sediments overlying the Miocene Columbia River Basalt Group constitute

the Ringold Formation, the Plio-Pleistocene unit, and the Hanford formation, in ascending order
(Figure 2). Eolian or alluvial deposits of geologically recent origin may overlie the Hanford

6
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formation. Lindsey (1991) classified the Hanford Site sediments into seven lithostratigraphic

~ categories within the aforementioned formations. The lithologic, depositional, and especlally
hydraulic characteristics of the sediments exhibit enough variation that addmonal divisions were
made for hydrogeologic modeling (Hartman 1999).

For modeling purposes, the suprabasalt sediments were examined and reassigned to
hydrogeologic modeling units based on properties that generally affect flow (i.e., texture, sorting,
porosity, and cementation) (Hartman 1999). This resulted in nine hydrogeologic model divisions
from the initial seven lithologic/stratigraphic units (Lindsey 1991); seven of the hydrogeologic
units are below the water table (Table 1). In general, the odd-numbered model units refer to
transmissive sediments, whereas the even-numbered units are of low hydraulic conductivity or
aquitards. The water table is found within hydrogeologic unit 5, which correlates to the Ringold
Unit E and the lower sandy interval(s) of the Upper Ringold (as defined in Lindsey 1991). As
represented in Figure 3, hydrogeologic unit 3 (Plio-Pleistocene carbonate unit), hydrogeologic
unit 6 (Ringold Unit C), and hydrogeologic unit 7 (Ringold Units B and D) are graphically
shown to be extensive and pervasive across the Hanford Site. However, hydrogeologic units 6
and 7 have not been encountered in boreholes in the 200 West Area.

Hydrogeologic unit 3, the Plio-Pleistocene, is present throughout the 200 West Area as the
combined silt (early Palouse soil) and carbonate units. The carly Palouse terminates within or
near the southeast, south, and southwest boundaries of the 200 West Area (Figure 4). The
carbonate unit thins to approximately 3 m to the southwest but maintains a thickness of 5 m or
more throughout the remainder of the 200 West Area. The combined units attain a thickness of
greater than 25 m locally in the central part of the 200 West Area and directly overlie the
hydrogeologlc unit 4 sediments (Upper Ringold).

Hydrogeologic unit 4, or the Upper Ringold (Lindsey 1995), has been depicted as not extending
into or beyond the southern one-third of the 200 West Area. However, the unit was found to
extend southeasterly into the Environmental Restoration Disposal Facility (ERDF) and was
identified in boreholes between the 200 West Area and the ERDF site. This unit pinches out in
one of the ERDF excavations. Hydrogeologic unit 4 sediments also have been identified in
boreholes within the 200-UP-1 OU, as well as in deep holes near the southern boundary of the
200 West Area. The Upper Ringold thickness map (Figure 5) has been upgraded to reflect the
known extent of the unit.

2.1.2 200 West Area Geology

Two geologic sections were constructed across the 200 West Area, The sections run northeast-
southwest (A-A") (Figure 6) and northwest-southeast (B-B’) (Figure 7) in a rough “X" pattem
that crosses at well 299-W15-7, just north of the Plutonium Finishing Plant. Most of the wells
used in the sections were selected because they were drilled into or through the Ringold Lower
Mud Unit. Examination of the geologic sections, in addition to borehole information, resulted in
the identification of characteristics that may directly influence contaminant transport or
movement. Key aspects, consistent with past studies and conceptual models (except where
noted), can be summarized as follows:
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'Ringold Formation

The Ringold Lower Mud, hydrogeologlc unit 8, is persistent throughout the

200 West Area and is the base of the unconfined or semi-confined aquifer
(consistent with Lindsey 1991 and Hartman 1999). The revised structure contour
map of the Ringold Lower Mud within the 200 West Area is presented as

Figure 8.

Ringold Units D, B, and C of the Member of Wooded Island (hydrogeologic

units 6 and 7) have not been identified in the stratigraphic column in the 200 West
Area during drilling processes. Definitive marker beds are not distinctive or
present and, without the markers, differentiation of these beds from either the
Ringold Units A or E is difficult. »

The fluvial character of the Ringoid Unit E (hydrogeologic unit 5), as probable
braided stream deposits (Lindsey 1991), permits lateral migration through incised
channels, Some channels will be relatively continuous, but many channels will be
segmented due to the nature of braiding streams. This may be the reason for
variable discharge rates in proximal wells where the screens are installed at the
same horizon (i.e., in two wells 15.2 m [50 ft] apart, the discharge rate in one may
be 180 L/min and in the other the rate may be as low as 60 L/min).

The variability in vertical and lateral extent of post-depositional cementation (as
iron oxides, carbonates, and/or silica) within the Ringold Unit E, combined with
unpredictable heterogeneity and drilling techniques that severely disturb the
samples, makes independent channe] identification tenuous at best. When the
overbank deposits and other fines associated with the Ringold Unit E are '
considered with the preceding information, it appears that preferential flow paths
may be millimeters in width and meters in length. A combination of grain size,
matrix components, presence or absence of silt or clay, plus the degree of
cementation might allow differentiation of channels or channel segments.

Locally abundant fluvial sands in the Upper Ringold (hydrogeologic unit 4) can.
be preferential pathways in the vadose zone for limited lateral transport through
the dominantly silt unit or localized perched water accumulations in isolated
lenses.

Plio-Plelstoeeng Unit

The carbonate upit (hydrogeologic unit 3) underlies the entire 200 West Area.
Carbonate cement is discontinuous through the unit and variable in the degree of
cementation. Where the cement is present, the unit provides a perched water
platform, The low-penneabthty nature of the umt also provides a mechanism for
lateral transport in the vadose zone.
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- The early Palouse soils (hydrogeologic unit 2) are dominantly silt with sand and
provide potential local perching horizons for downward migrating solutions. This
horizon may serve as a lateral transport mechanism in the vadose zone.

. Hanford formatioﬁ

-+ Sediments of the Hanford fine-grained unit (Touchet Beds, discussed by Lindsey
1991) are of variable thickness but are dominantly sand with intercalated,
discontinuous silt/sandy silt horizons. The silt lenses can provide local beds for
perching water and platforms for lateral migration in the vadose zone.

- Clastic dikes are variously oriented, vertical to sill-like, sand- to granule-filled
fractures, found in nearly all fine-grained facies/units in the stratigraphic column
above the water table (i.c., those strata above the Ringold Unit E [hydrogeologic
unit 5]). Clastic dikes are abundant in the sand- and silt-dominated facies of the
Hanford formation (Fecht et al. 1999). These dikes have been seen in cable tool
cores and drive-barrel materials in the 200-UP-1 area and can provide pathways
between, or through, the fine-grained units. However, some dikes have an
external silt or clay “skin” that may prevent or significantly retard solution
movement. The clastic dikes may be a significant influence in contaminant
movement.

2.1.3 Vadose Zone Transport

Liquid movement is dependent on the degree of cementation, the amount of fines in the
formation, initial saturation, and the characteristics of the solution pathway. A liquid entering
the strata at the surface will disperse in a relatively narrow, cone-like pattern through the gravel
and/or sand facies of the Hanford formation. This distribution will persist until a low-
permeability silt or sandy silt is encountered, where movement along the vertical path will be
restricted or slowed. The liquid'will then trave] laterally to where the unit pinches out or
intersects a clastic dike with a sand to granule infilling, where it will again migrate vertically, or
alternately sufficient hydraulic head will build up until breakthrough and the liquid moves
through and below the fine-grained unit. At the contact with the Plio-Pleistocene unit, the liquid
will be retarded and will tend to accumulate (historically this horizon has locally produced
perched water, especially during the active discharge years when the major processing plants
were in production). At this layer, the liquid will move laterally to clastic dikes or other
fractures, or possibly to wells that have penetrated the formation and created a preferential
pathway to the underlying Ringold Formation and/or the water table, or will again build up
sufficient hydraulic head for movement through this unit.

22 HYDROGEOLOGY
Groundwater underlying the 200 West Area flows within a multi-aquifer system. The uppermost
aquifer beneath the 200 West Area is unconfined and lies within an unconsolidated to semi-

indurated gravel and sand sequence. The water table does fluctuate in response to barometric
pressure changes, which is more typical of confined aquifers, because of the thick overlying

9
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vadose zone. This phenomenon is discussed and explained in Weeks 1979, The base of the
unconfined aquifer is the Ringold Lower Mud Unit. Beneath the carbon tetrachloride disposal
sites, the unconfined aquifer is approximately 66-m thick (Auten and Reynolds 1997).
Horizontal hydraulic conductivitics in the aquifer range from approximately 1.8 cm/s to

3.5 x 10 cmy/s with a geometric mean of 1.5 x 10 cnv/s (Connelly et al. 1992). Anisotropy
within a sedimentary unit generally ranges from 6:1 to 16:1 (ratio of radial to vertical
conductivity). The lateral and vertical variability in transmissivity is illustrated at the carbon
tetrachloride disposal site by the production rates of the six pump-and-treat extraction wells,
which range from 63 L/min to 310 L/min for similarly completed and configured wells
(DOE-RL 1999b). '

The suprabasalt confined aquifer, composed of interbedded sands and gravels, extends from the
Ringold Lower Mud Unit to the top of basalt bedrock. The basalt-confined aquifer system is
comprised of relatively higher hydraulic conductivity zones separated by lower hydraulic
conductivity basalt flow interiors.

Natural recharge from precipitation is estimated to be greater than 100 mm/yr in the carbon
tetrachloride disposal area (Fayer and Walters 1995). Recharge from precipitation is higher in
the coarse-textured soils with little or no vegetation, as are found in the 200 West Area (Hartman
1999). Within the 200 West Areg, natural recharge may be further enhanced in local topographic
depressions as a result of diversion of surface water runoff. For example, natural recharge may
be enhanced at the 216-Z-1A tile field, which was originally constructed approximately 1.5 m

(5 ft) below grade. Infiltration from the surface may have been reduced in 1964, prior to
reactivation, when the tile field was covered with a sheet of 0.05-cm-thick polyethylene and may
have been enhanced in 1993 when the tile field was covered with a gravel layer. Natural
recharge may also be enhanced at the 216-Z-9 Trench, toward which the ground surface slopes
from the west and the south.

2.2.1 Historic and Current Groundwater Conditlons'

Prior to the initiation of waste disposal activities at the Hanford Site, general groundwater flow
appears to have been from west to east across the Site toward the Columbia River, with an
average horizontal hydraulic gradient of 0.001 (Graham et al. 1981). Wastewater discharges to
cribs, ditches, and ponds since 1943 have created local groundwater mounds in the 200 West
Area. The locations and heights of the mounds have changed as wastewater discharge locations
and rates have changed throughout the Hanford Site’s operating history. The maximum water
level change was as much as 25 m above pre-Hanford conditions, most notably in the area of the
216-U-10 Pond (U Pond) (Newcomer 1990).

In the early years of operations, the primary groundwater mound occurred north of Z Plant (now
referred to as the Plutonium Finishing Plant) at the 216-T-4 Pond (T Pond) causing southward

net groundwater flow across 200 West Area until the late 1950s (Figure 9). From the late 1950s
through the present, the primary groundwater mound influencing flow directions has been at U
Pond and its associated ditches and cribs in the southern half of the 200 West Area. During full
operation, the U Pond complex received approximately 60% of the total volume of wastewater
released in the 200 West Area (Newcomer 1990). Discharges to U Pond were terminated in late

10
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1984; however, some discharges were still sent to the 216-U-14 Ditch, which formerly
discharged into U Pond.

- Primary surface discharge facilities near Z Plant (carbon tetrachloride source area) that were
active during the 1980s and early 1990s were the 216-U-14 Ditch, the 284-WB Power Plant
ponds, the 216-Z-20 Crib, and the 216-Z-21 Pond (Figure 10). After termination of discharges to
the U Pond in 1984, mounding shifted to the north and northeast to the 216-U-14 Ditch until
1989 (Newcomer 1990). In 1995, liguid discharges to the surface soils were discontinued in
accordance with the Tri-Party Agreement M-17 milestone series, with wastewater being routed
to the ETF. '

The presence of the mounds has affected the direction of groundwater movement by producing a
radial flow pattern from the discharge areas and increasing the rate of groundwater movement
from these areas (increased hydraulic gradients). With the cessation of liquid discharges, the
elevations of both the regional water table and the local groundwater mounds have been
declining, resulting in (1) a concomitant increase in the thickness of the vadose zone, and

(2) changes in flow directions and rates that affect the distribution of contaminants in the
groundwater and the local definitions of “upgradient” and “downgradient” (DOE-RL 1999b).

The current regional hydraulic gradient is 0.001 m/m with a current flow rate approximately
0.15 m/day across the site (DOE-RL 1999a). Groundwater flow rates and contaminant '
movement are expected to slow as the groundwater mound subsides and the regional water table
declines. The current rate of water table decline is approximately 0.45 m/yr under the carbon
tetrachloride site and under the uranium/technetium site (DOE-RL 1999b).

In conclusion, the hydraulic flow field in the 200 West Area has changed multiple times over the
last 50 years. Many of the facilities produced local groundwater mounding, cause radial flow,
and introduced variable groundwater flow patterns. It has been previously reported that the high-
concentration area of the carbon tetrachloride plume might be situated northwest of the disposal
sites (216-Z-9) because of a dipping stratigraphic unit, other unidentified disposal sites or leaks,
and/or higher volumes of discharge to known source cribs (e.g., 216-Z-12) (Rohay 1999). While
these are reasonable and potentially valid explanations for the distribution of the catbon =~
tetrachloride plume, the historic complexities of changing aquifer hydraulics should be further
evaluated, ' .

2.2.2 200 West Area Water Table

The water table has been declining in the 200 West Area since the shutdown of the 216-U-10
Pond in 1984. A more recent significant cause of water level decline resulted from the
termination of liquid discharges to the soils in 1995 (per Tri-Party Agreement M-17 milestone
series). This change was asccompanied by an accelerated rate of water level decline in the
southern and central portion of the 200 West Area, including the Plutonium Finishing Plant area
and the TX-TY tank farm to the north, but may be evident in most of the 200 West Area.

Four monitoring wells at the TX-TY tank farm show this accelerated rate of decline (Figure 11).

Before 1995, the rate of water level decline was relatively steady, but the rate of decline
increased in 1995, and by 1998 the decline appeared to be asymptotically approaching the
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pre-1995 rate of decline. This change cannot be attributed to 200-ZP-1 remedial actions since

operations did not start until September 1996, almost 1 year after the start of the increased rate of

decline. This same change is apparently present at well 299-W8-1 (Figure 12) in the northern
portion of the 200 West Area and is less clearly present at well 699-39-79 (Figure 13) west of the
Plutonium Finishing Plant. It appears that termination of all surface discharges in 1995
increased the overall rate of water level decline in much of the 200 West Area.

Both ERC and Pacific Northwest National Laboratory (PNNL) groundwater models have been
used to predict the future elevations of Hanford Site water levels after the effects of surface
liquid discharges have dissipated and approximate steady-state conditions are reached. The
pre-Hanford operations water table conditions are represented by the Hindcast map for the year
1944 (Figure 14). Because of irrigation practices in the Cold Creek Valley, it is predicted that
water levels will not completely return to pre-Hanford conditions, most notably in the areas
extending from 200 West Area upgradient to the Cold Creek area (Cole et al. 1997). Newcomer
(1990) reports that two water users are irrigating crops at a total rate of 20,062 L/min

(5,300 gal/min). Because this water originates in the basalt aquifer and is discharged to
‘unconfined aquifer, this water represents a source of artificially generated “rechiarge.” Figure 14
compares the Hindcast map to the predicted water table in the year 2350 and shows the overall
higher hydraulic heads in the western part of the Hanford Site. Long-term placement and design
of monitoring wells will need to account for these continuing changes in the water table.

Numerous shallow groundwater monitoring wells are projected to go dry as the water table in
200 West Area continues to decline. Scveral reports have been issued that have analyzed the
impacts of water declines on monitoring wells, including Webber and McDonald (1994),
Waurstner and Freshley (1994), and more recently DOE-RL (1996b). Five wells are reported as
supporting multiple programs (DOE-RL 1999a). Additional monitoring wells should be installed
if the ability to track contaminant plumes is affected by well loss due to declining water levels.

2.2.3 Vertical Hydraulic Gradients

Because of residual U Pond mounding and later mounding from other surface discharge facilities
(c.g., the 216-U-14 Ditch and the 284-WB Power Plant ponds), hydraulic head has historically
decreased with depth in the southern and central portion of the 200 West Area. Vertical -
groundwater gradients are downward from the unconfined to the confined system, with hydraulic
head differences across the Ringold Lower Mud Unit becoming more pronounced into the basalt
aquifer systems (Spane and Webber 1995). Some wells extending below this confining tnit may
have permitted the movement of contamination between the unconfined and confined aquifers
because of open well perforations above and below the Ringold Lower Mud Unit (¢.g., Auten
and Reynolds 1997). As water levels in the 200 West Area continue to decline, the magnitude of

the downward hydraulic gradient will decrease with less possibility that dissolved contaminants -

will be driven deeper into the aquifer.
2.2.4 Influence of Pump-and-Treat Operations on Groundwater Flow Directions
The current groundwater flow directions under!ying the carbon tetrachloride disposal sites are

strongly influenced by the 200-ZP-1 groundwater pump-and-treat system, which has been
operating at full-scale since 1996. This system consists of six extraction wells to the east and
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three injection wells to the west of the Plutonium Finishing Plant (Figure 10), operating at a
treatment rate of about 760 L/min. A recirculation cell will eventually be established between
the extraction and injection wells (DOE-RL 1999b). In the area of the Low-Level Burial
Grounds waste management unit 4, the groundwater flow has changed from a radial flow pattern
ptior to 200-ZP-1 operations to groundwater now moving in the opposite direction beneath the
facility from west to east (Figure 9). This change has affected the monitoring network for the
facility, reversing the upgradient and downgradient wells (DOE-RL 1999b).

Operation of the 200-ZP-1 pump-and-treat system has decreased the downward hydraulic
gradient in the area of the extraction wells (mitigating downward movement of dissolved
contaminants) by removing the groundwater mound in the unconfined aquifer, The
mound-generating downward gradient has also been decreasing as water levels re-equilibrate in
the unconfined aquifer. The decrease in gradient is shown in Figure 15 for wells 299-W15-16
and 299-W15-17, which is 55 ft apart. Note that the water levels are approaching each other in
elevation. Well 299-W15-17 is completed at the bottom of the unconfined aquifer and well
299-W15-16 is screened at the top of the unconfined aquifer. In contrast, injection of treated
water has increased the downward hydraulic gradient in the area of the injection wells.

At the 200-UP-1 site, the effects of pumping are localized in the vicinity of the extraction well
(170 L/min). Because groundwater is transported to the ETF and the injection well is no longer
used, there are no mounding effects that would contribute to a downward hydraulic gradient
(DOE-RL 1999b). In the area of the pumping well, however, an upward hydraulic gradient is
generated because of the pumping from partially penetrating well screen. There are no known
impacts on other groundwater monitoring facilities from 200-UP-1 operations.

3.0 CONTAMINANT DISTRIBUTION

Two OUs, as defined under CERCLA, have been established to address groundwater
contamination beneath the 200 West Area. The 200-ZP-1 OU, which contains the carbon
tetrachloride groundwater plume, is located primarily in the northern half of the 200 West Area.
The 200-UP-1 OU, which contains the technetium-99 and uranium plumes, is located mthe
southern half of the 200 West Area.

Numerous OUs have also been established to address the source areas in the vadose zone
beneath the 200 West Area. The 200-ZP-2 OU, which contains the carbon tetrachloride vadose
zone plume, is located in the central portion of the 200 West Area.

3.1 CARBON TETRACHLORIDE (200-ZP-1 AND 200-ZP-2 OPERABLE UNITS)
Carbon tetrachloride contamination at the 200-ZP-1 and 200-ZP-2 OUs resulted from liquid
waste disposal to the ground from the Plutonium Finishing Plant complex. Widespread

contaminant plumes are present in the vadose zone and in the groundwater. The high
concentrations of carbon tetrachloride dissolved in the groundwater and the large areal extent of
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the plume (covering most of the 200 West Area) meke remediation of the groundwater plume a
priority at the Hanford Site, .

3.1.1 Carbon Tétrachlorlde Source Characterisﬁcs

The primary known sources of carbon tetrachloride contamination in the 200 West Area are the
subsurface infiltration facilities used for soil column disposal of aqueous and organic liquid
wastes associated with plutonium recovery operations within the Plutonium Finishing Plant
complex. Between 1955 and 1973, a total of 363,000 to 580,000 L (577,000 to 922,000 kg) of
liquid carbon tetrachloride (in mixtures with other organic and aqueous actinide-bearing liquids)
are estimated to have been discharged to the soil column at three subsurface disposal facilities
near the Plutonium Finishing Plant: the 216-Z-9 Trench, the 216-Z-1A tile field, and the
216-Z-18 Crib (Figure 10).

The organic solutions consisted of 50% to 85% by volume carbon tetrachloride mixed with either
tributyl phosphate (TBP), dibuty! butyl phosphonate (DBBP), or lard oil (Rohay and Johnson
1991). The solvent that was discharged to the %0il column also contained dibutyl phosphate
(DBP), which is a degradation product of TBP. The organic solutions were periodically
discharged to the predominantly water-wetted s0il column in small (100- to 200-L) batches.

These organic solutions were approximately 4% to 8% of the total volume of lxqdeaste :
discharged to the disposal facilities. From 1955 to 1973, approximately 13.2 x 10° L of aquecus
wastewater were discharged to three primary disposal sites. The aqueous waste stream consisted
of acidic, high-salt (sodium nitrate) wastewater containing these organic solutions in saturated
amounts (<1%). Thus, carbon tetrachloride was introduced to the vadose zone as an aqueous
phase and also as a dense nonaqueous-phase liquid (DNAPL) (Rohay 1999).

Three other sites in the vicinity of Z Plant also received carbon tetrachloride wastes: 216-Z-12
Crib, 216-Z-19 Ditch, and 216-T-19 tile field (Figure 10). The 216-Z-12 Crib received Z Plant
analytical and development laboratory waste from 1959 to 1973 and is estimated to have
received a small volume of organics, which included carbon tetrachloride (Kasper 1982). The
216-Z-19 Ditch was used to convey Z Plant process cooling water and steam condensate from

- 1971 to 1981. Apparently, carbon tetrachloride was also occasionally and/or accidentally

released to this ditch (e.g., as a result of steam and/or cooling water coil leaks) because heavy
organics were noted in the outfall (Rohay and Johnson 1991). Between 1973 and 1976, agueous
waste saturated with carbon tetrachloride was sent to the 242-T Evaporator. During this time
frame, the 216-T-19 tile field received approximately 880 L (1,400 kg) of carbon tetrachloride in
the overhead condensate discharged from this evaporator (Rohay et al. 1993).

3.1.2 Carbon Tetrachloride Mass Distribution

Approximately 750,000 kg of carbon tetrachloride (the average of the estimated range for the -
original total inventory) was discharged to the three primary disposal sites. Concentrations of -
carbon tetrachloride measured in groundwater and soil vapor in 1990, prior to remediation, were
used with equilibrium partitioning relationships to account for approximately 35% of the total
carbon tetrachloride inventory discharged to the soil column (WHC 1993) (Table 2). However,
these relationships do not account for the non-equilibrium partitioning of carbon tetrachloride
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within soil particles (the apparent “irreversible” adsorption) (Yonge et al. 1996). In 1990, the
remaining 65% of the original inventory was believed to be in residual saturation and non-
equilibrium sorption sites within the vadose zone and groundwater.

Based on the equilibrium partitioning relationships and the 1990 soil vapor data, 12% of the
original inventory was estimated to be in the vadose zone: 4% in soil vapor, 2% in soil moisture,
and 6% sorbed to solids (WHC 1993).

Evaporation and barometric pumping of carbon tetrachloride are estimated to have removed 21%
of the original carbon tetrachloride inventory from the vadose zone between 1955 and 1990
(WHC 1993).

Based on the carbon tetrachloride plume map, the mass of carbon tetrachloride in the upper 10 m
- of the unconfined aquifer in 1990 was estimated to be 5,250 to 15,740 kg, accounting for 1% to

2% of the original inventory, depending on the value of porosity assumed (Rohay and Johnson -

1991) (Table 3). A soil partitioning distribution coefficient (K;) of 0.2 mL/g would result in an

additional 2% to 8% of the carbon tetrachloride inventory sorbed to aqmt'er 'solids (Rohay et

al. 1994),

Based on the mass of the carbon source (lard oil and buty! phosphates) and nitrate (electron
acceptor) co-disposed with the carbon tetrachloride, Hooker et al. (1996) estimated that 1% of
the carbon tetrachloride could have been transformed to chloroform by microbial dechlorination
during initial discharge stages (Hooker et al. 1996). The chloroform levels observed in the
vadose zone and aquifer correspond to a reductive dechlorination of 1% of the carbon
tetrachloride. Biodegradation is probably no longer occurring within the vadose zone and
groundwater because the naturally occurring total organic carbon in the soil is insufficient to fuel
the process. The occurrence of any geochemical degradatlon of carbon tetrachloride has not
been evaluated.

Approximately 78,000 kg of carbon tetrachloride have been removed from the subsurface
(vadose zone and groundwater) since remediation of the site began in 1992. Between

February 1992 and September 1998, SVE removed approximately 76,000 kg of carbon
tetrachloride from the vadose zone (Rohay 1999). The mass removed is 84% of the mass _
initially estimated, based on equilibrium partitioning, to be contained within the vedose zone in
vapor, dissolved, and adsorbed phases (Table 2). Concentrations in extracted soil vapor have
declined significantly since 1992. However, concentration rebound during nonoperation of the
SVE system indicates that carbon tetrachloride remains in the vadose zone.

The groundwater pump-and-treat system was constructed to contain carbon tetrachloride within
the 2,000 pg/L contour (DOE-RL 1999b). Between August 1994 and December 1998, the
pump-and-treat system removed approximately 2,100 kg from the unconfined aquifer (DOE-RL
1999b). The mass removed is 33% to 99% of the mass initially estimated to be contained within
the 2,000-pg/L contour (Table 3). The persistence of the carbon tetrachloride concentrations
implies that the initial mass calculation was incorrect (e.g., because of greater depth distribution),
and/or K4 is greater than assumed, and/or the presence of a continuing source ot‘ carbon
tetrachloride (resldual or DNAPL) (Rohay 1999).
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3.13 Carbon Tetrachloride Groundwater Plume Changes

The plume of dissolved carbon tetrachloride extends over 11 km? in the unconfined aquifer
underlying the 200 West Area (Hartman 1999) (Figure 16). The zone of highest concentrations
(4,000 to 8,000 pg/L) includes the 216-Z-9 Trench area, suggesting that the formerly discharged
carbon tetrachloride may be providing a continuous source of contamination from the vadose
zone to the groundwater. Based on dissolved phase concentrations in the upper 10 m of the
unconfined aquifer in 1990 prior to remediation, nearly 60% of the groundwater mass of carbon
tetrachloride was contained within about 10% of the area of the plume (Rohay and Johnson
1991) (Table 3). Carbon tetrachloride detections at depths greater than 10 m below the water
table are discussed in Section 3.1.4.

Although the centroid of the plume has not migrated significantly under natural driving forces,
the perimeter of the plume appears to be migrating southward based on increasing concentrations
at well 299-W23-10 (Hartman 1999). A comparison of the 200 West Area carbon tetrachloride
1996 baseline plume map (Figure 16) with the 1998 plume map (DOE-RL 1999b) (Figure 17)
also shows a diminution of the 1,000-ug/L contour in the northern part of the 200 West Area.
The one exception in this area occurs at well 299-W10-20, which has consistently maintained
concentrations above 1,000 pg/L (although in 1996 carbon tetrachloride dropped below

1,000 pg/L). Well 299-W10-20 is located far enough to the northwest of the Plutonium
Finishing Plant plume that the question of another carbon tetrachloride source should be
considered in the northern part of the 200 West Area. The shape of the baseline plume in this
area (west to east) also implies that carbon tetrachloride originated from another or multiple
sources (not necessarily from the Plutonium Finishing Plant area to the south). A more thorough
evaluation of historical changes in the hydraulic flow field for the unconﬁned aqulfer would help
to determine the likelihood of a northern source,

Dissolved concentrations measured in well 699-39-79 at the western perimeter of the plume
increased by an order of magnitude between March 1987 and August 1988, suggesting the
arrival of the plume at that time (Dresel et al. 1993). Concentrations at well 699-39-79 have
been impacted by injecting treated water at the nearby pump-and-treat injection wells
(Figure 18), and the concentrations have fallen below detection limits, Other monitoring wells in
the area can expect decreasing concentrations, particularly wells that support monitoring at the
Low-Level Burial Grounds,

During the last 5 years, an increase and then decrease in carbon tetrachloride concentrations was
observed in well 299-W18-21 in the southwestern part of the 200 West Area, Initial
concentrations in this well were 200 pg/L in mid-1992. Carbon tetrachloride concentrations
peaked at 1,800 ug/L in early 1995 and then decreased to about 200 ug/L by mid-1998

(Figure 19). It can be observed that carbon tetrachloride concentrations began declining in this
well after liquid discharges to the soil were terminated in 1995 (per Tri-Party Agreement
milestones). It is, thus, hypothesized that water table mounding to the northeast produced by the
216-Z-20 Trench, the 284-WB Power Plant ponds, and/or the 216-U-14 Ditch drove :
contaminated groundwater to the southwest, toward well 299-W18-21. Groundwater would have
passed through the high-concentration area of the carbon tetrachloride plume (Figure 16). After
soil discharges stopped in the 1995, groundwater flow direction reverted to a west-to-cast
direction. Cleaner groundwater entering from the west began diluting and pushing carbon
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tetrachloride away from well 299-W18-21. Carbon tetrachloride concentrauons have decreased
since that time.

It has been suggested that groundwater contamination in the southwest portion of the 200 West

_ Area aquifer may also be the result of vapor transport from the source cribs or from vapor
cycling (i.e., carbon tetrachloride volatilizing from contaminated groundwater, diffusing through
the vadose zone, and then contaminating clean groundwater) (Rohay 1999). The increased
concentrations at well 299-W18-21 do not fit this scenario according to the hypothesis stated
above because of the shallow carbon tetrachloride penetration expected through vapor exchange
(only I 10 2 m below the water table) and the relatively high groundwater concentrations

(1,800 pg/L).

The phenomenon of vapor cycling is still possible in areas characterized by low groundwater
concentrations. Vapor sampling of the vadose zone in areas where plume concentrations are
now at the MCL and concordant sampling of groundwater at depths of 5 m or more below the
water table would help to substantiate and possibly quantify this process. In some areas (e.g.,
well 299-W18-21} it is more likely that carbon tetrachloride is volatilizing to the vadose zone
rather than from the vadose zone to the groundwater. It is recommended that moderate effort be
expended to quantify this process.

It appears that the hydraulic flow field was conducive to movement of carbon tetrachloride to the
southwest from the time that U Pond discharges ceased in 1984 to the termination of discharges
to the 284-WB Power Plant ponds in 1995. This conclusion is based on the presence of the
carbon tetrachloride slug in well 299-W18-21.

Concentrations of carbon tetrachloride in the central portion of the carbon tetrachloride plume
continue to increase at the 200-ZP-1 extraction wells and in monitoring wells along the path
from the central portion of the plume to the extraction wells. For example, at intermediate
monitoring well 299-W15-31A (located west of 231-Z; Figure 10), increasingly higher
concentrations of the dissolved plume are moving past this well toward the extraction wells (e.g.,
wells 299-W15-33 and 299-W15-34) (Figure 20). At some future opportune time, it would be
useful to shut down pumping operations to see if groundwater concentration rebound. If rebound
occurred (an increase in carbon tetrachloride concentrations), the presence of residual DNAPL in
the aquifer would be implied, The ideal location for such a test would be at extraction well
299.W15-32 where concentrations have been decreasing (DOE-RL 1999b). Well 299-W15-32 is
located near the 216-Z-9 Trench (the primary disposal site for carbon tetrachloride) and is the
location where DNAPL would be expected.

In monitoring wells closest to the injection wells, concentrations are decreasing, as observed in
well 699-39-79. As predicted by performance modeling (DOE-RL 1999a), a recirculation cell
will eventually be established between the extraction wells and the injection wells, which will
continue to lower concentrations in the monitoring wells between the extractmn and injection
wells.

Pump-and-treat extraction and injection operations have affected the distribution and

concentrations of carbon tetrachloride in the centroid portion of the plume. The M,Mug]L
contour interval has expanded in size and now extends more northerly and easterly to near the

17



BHI-01311
Rev.0

extraction wells, although it may be slightly reduced in the southwest (Figure 21). Injection of
treated groundwater at the upgradient location is beginning to dilute the carbon tetrachloride
plume in this area. The increase in size of the 4,000-ug/L contour and the concomitant steady or
increasing concentrations in the interior wells may imply more than just aqueous-phase
movement (dissolved carbon tetrachloride) toward the extraction wells (e.g., the presence of
DNAPL, residual carbon tetrachloride, or a higher partitioning coefficient than previously
estimated). Approximately 2,100 kg of carbon tetrachioride have already been removed, and no
apparent reduction has been noted in concentrations in the high-concentration arca. Therefore,
the mass of carbon tetrachloride within the treatment area may be greater or may be distributed
differently than what was assumed prior to beginning pump-and-treat remediation.

3.1.4 Deep Carbon Tetrachloride Distribution

Dissolved carbon tetrachloride has been observed deep (>10 m below the water table) within the
unconfined aquifer and within the uppermost confined aquifer in the 200 West Area. Although
the number of wells screened (or perforated) deep within the aquifer is limited, deep sampling
has also been conducted during drilling of wells that were later completed at the water table and
during well abandonment. Vertical contaminant profiling has also been conducted in older wells
with long perforated intervals by using a packer to isolate discrete intervals or by using a depth-
discrete sampling device (e.g, KABIS ~ bailer). Carbon tetrachloride groundwater concentrations
for samples collected deeper than 10 m below the water tables are compiled in Appendix A. The
data were collected from a variety of well configurations using different sampling and analytical
methods during the last 12 years.

Vertical carbon tetrachloride profiles (based on data collected from at least two depths and
extending deeper than 10 m below the water table in a single well) are available for 12 wells
within the 200 West Area. Most of these wells are located within the high-concentration portion
(>1,000 ug/L) of the carbon tetrachloride water table plume (Figure 22). Carbon tetrachloride
concentrations have been observed to decresse with depth (e.g., well 299-W15-5), increase with
depth and then decrease (e.g., well 299-W10-24), or remain relatively constant with depth (e.g.,
well 299-W15-7).

Two zones within the unconfined aquifer were selected to show the lateral distribution of deep
carbon tetrachloride concentrations. Carbon tetrachloride concentrations detected in samples
collected in the middle of the unconfined aquifer (between approximately 15 and 40 m below the
water table) are plotted in Figure 23, and concentrations detected in samples collected at the
bottom of the unconfined aquifer are plotted in Figure 24, Both of these figures include the
carbon tetrachloride water table plume for reference. Groundwater concentrations in samples
collected from wells with long perforated intervals (e.g., >15 m) were not included on these
laterel distribution maps.

In both the middle and bottom of the unconfined aquifer, the highest concentrations primarily

underlie the high-concentration area of the water table plume. Nine of the 15 mid-depth samples
were collected below the area encompassed by this high-concentration zone, so this correlation is
probably related to the sampling distribution. However, only five of the 12 bottom samples were

™ KABIS is a trademark of SIBAK Industries Limited Inc., Solana Beach, California.

18



BHI-01311
Rev.

collected below the area of the high-concentration zone, making this correlation more striking for °
the bottom of the unconﬂned aquer

At two locations near the penphery of the water table plume, carbon tetraehlonde has been

~ detected at higher concentrations at depth than in the overlying water table samples:

well 699-48-77C (north of the 200 West Area) and well 299-W27-2 (south of the 200 West
Area) (Hartman 1999). Initial concentrations detected 21 m below the water table in well
699-48-77C have been decreasing (from a high of 8 pg/L in March 1998), presumably in
response to the treated water disposal at the adjacent SALDS crib. Effluent disposed to the soils
at this site have produced a 2-m-high groundwater mound. In contrast, concentrations detected
in nearby well 699-48-70D, screened across the water table, have not exceéded the MCL of

5 ug/L. Carbon tetrachloride has been detected in well 299-W27-2, screened just above a clay
layer 55 m below the water table, at concentrations near the MCL. Carbon tetrachloride has not
beerf detected at the water table in this vicinity. Because there are few wells screened in deeper
parts of the unconfined aquifer, these data suggest that the horizontal extent of deep carbon
tetrachloride at levels greater than the MCL may be considerably greater than previously
reported (Hartman 1999).

Concentrations have been increasing in deep well 299-W15-17 from below the MCL of 5 pug/L
to above the MCL (Figure 25). This well is screened approximately 60 m below the water table
west of the Plutonium Finishing Plant. The companion water table well, 299-W15-16, has had
elevated carbon tetrachloride concentrations (>1,000 ug/L) since sampling was initiated in 1988
and has also had the highest concentrations detected in any well in the 200 West Area
groundwater However, concentrations in the deep well have only increased above the MCL

(5 pg/L) since 1998; the maximum concentration observed was 12 ug/L in January 1998.

Dissolved carbon tetrachloride has also been observed at concentrations exceeding the MCL
within the confined aquifer system (i.e., in the Ringold Unit A gravels below the base of the
unconfined aquifer). Concentrations ranging from 15 to 590 ug/L have been detected at a well
south of the 216-Z-9 site (well 299-W15-5) (Auten and Reynolds 1997), at two wells near the
T-TX-TY tank farms (wells 299-W10-24 and 299-W14-14) (Hartman 1999), and at a well near
U Plant (well 299-W19-34B) (Ford 1995) (Figure 26). In the case of well 299-W15-5, it is likely
that the well provided the preferential downward pathway prior to abandonment because it was
perforated across the confining layer (i.e., the Ringold Lower Mud) for about 40 years, and the
hydraulic gradient was known to be downward from the unconfined to the confined system
during this time.

Numerical modeling of carbon tetrachloride flow and transport in the vadose zone indicates that
the depth of penetration of carbon tetrachloride (dissolved and nonaqueous phases) into the
aquifer depends upon the residual saturation in the vadose zone, which affects the flux to the
aquifer, and the groundwater flow rate, which affects the lateral to vertical flux within the aquifer
(Piepho 1996). For the higher value of residual saturation (0.01) used in the modeling, dissolved
carbon tetrachloride reached approximately 20 m below the water table and nonaqueous-phase
carbon tetrachloride reached approximately 10 m below the water table. For the lower value of
residual saturation (0.0001) used in the modeling, dissolved carbon tetrachloride reached
approximately 50 m below the water table, and nonaqueous-phase carbon tetrachloride reached

19



BHI-01311
Rev. 0

approximately 25 m below the water table. (Note: The nonaqueous phase case for a residual
saturation of 0.0001 was not shown in Piepho 1996; the 25-m depth was estimated by analogy to
higher residual saturation case.) Additional driving forces not included in the model may have
been provided by downward hydraulic gradients crcated by wastewater discharges and local -
groundwater mounding. The rise and subsequent decline of the water table under the 200 West

- Area s a result of groundwater mounding may also have driven shallow contamination deeper,

The deep distribution of carbon tetrachloride is inconsistent with a vapor source of groundwater
contamination, If carbon tetrachloride vapor were the source of the groundwater contamination,
only a thin (1- to 2-m depth) dissolved plume would be expected at the water table. Therefore,
the presence of deep carbon tetrachloride concentrations implics that either DNAPL sank
through the aquifer and is slowly dissolving or that elevated dissolved concentrations were
driven downward by the groundwater hydraulic forces. As has been noted for the water table
plume, the presence of the deep plume in the vicinity of the known disposal sites over 25 years
after disposal ceased suggests a continuing source such as DNAPL.

The ratio of carbon tetrachloride to chloroform in the deep carbon tetrachloride samples
generally varies from 1 to 200 (Appendix A). Wells that are completed at the bottom of the
aquifer (e.g., wells 299-W10-14, 299-W15-17, 299-W18-22, 299-W6-3, 299-W6-6, and
299-W7.3) have relatively low ratios that vary from 1 to 10. Wells that are profiled at multiple
depths or perforated over significant thicknesses of the aquifer have highly variable ratios, and
the cause of this variability is unknown. If all of the chloroform is present as a result of
‘degradation of carbon tetrachloride, the ratio might indicate the source (or the age) of the
contamination. If (as estimated by Hooker et al. 1996) 1% of the carbon tetrachloride degraded
to chloroform and if the two dissolved contaminants migrated together, the carbon tetrachloride
to chloroform ratio should be approximately 100. Hooker et al. (1996) believe that any
microbial degradation occurred only during the early stages of carbon tetrachloride disposal,
when a carbon source was available to fuel the process. Thus, low ratios of carbon tetrachloride
to chloroform may indicate older sources of carbon tetrachloride when degradation rates might
have been higher. Additional sources of chloroform (e.g., from chlorinated water) or anaerobic
zones in the aquifer that promote continued degradation could also result in low carbon
tetrachloride to chloroform ratios. On the other hand, high ratios may indicate the addition of
“new” carbon tetrachloride that might be attributed to a continuing source of contaminant or the
continued degradation of chloroform, which can occur aerobically.

3.1.5 Co-Contaminants

The 1989 essential material specification for carbon tetrachloride states that the carbon
tetrachloride must be 99% pure (Rohay 1999). Based on the process used to manufacture carbon
tetrachloride, it is believed that the carbon tetrachloride used in Z Plant operations was relatively
pure. The other 1% would typically be long-chain alcohols used by industry as additives to
prevent light degradation of the product.

However, carbon tetrachloride was not used as a pure-phase liquid, but was instead used as a
mixture with other organics (¢.g., TBP, DBBP, and lard oil). Three representative volumetric
mixtures used were 85:15 carbon tetrachloride: TBP; 50:50 carbon tetrachloride: DBBP; and
75:25 carbon tetrachloride:lard oil (which degraded to a 50:50 mixture prior to soil column
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disposal). The organic composites (even the carbon tetrachloride:lard 0il mixture) were found to
be denser and more viscous than water (Last and Rohay 1993). Vapor pressure of the carbon
tetrachloride:DBBP and carbon tetrachloride:lard oil mixtures is only half that of the pure carbon
tetrachloride and the carbon tetrachloride: TBP mixture. The interfacial tension between the
50:50 carbon tetrachloride:lard oil mixture and a 5 M sodium nitrate solution was found to be
low, suggesting that the fluids rhay be somewhat miscible, allowing them to mix and behave
more as an aqueous fluid (Last and Rohay 1993).

An 85:15 carbon tetrachloride: TBP mixture was used to make up the organic solution used in the
plutonium recovery process. However, with exposure to ionizing radiation and nitric acid, the
TBP within the solvent would gradually degrade to DBP. The DBP has a much greater affinity
for plutonium than TBP and would not work in the process because of its poor stripping
properties. It was the degraded solvent that was discharged to the soil column.

The major organic co-contaminants TBP, DBP, and DBBP associated with the carbon
tetrachloride solvent waste streams were not analyzed in groundwater samples collected during”
the 1991 characterization activities. However, existing data for TBP and DBP acquired for other
programs between 1987 and 1990 are available, Results for samples from several wells in the
vicinity of the Z cribs, as well as from wells within the core of the carbon tetrachloride plume,
were. all below detection limits for TBP and DBP. The DBBP has not been previously analyzed.
The apparent absence of TBP and DBP in 200 West Area groundwater is attributed to
biodegradation of these organic constituents and/or to sorption because they have a moderate
affinity for sediments (Ames and Serne 1991, Rohay and Johnson 1991). Soil and groundwater
samples collected during drilling in 1992 were analyzed for TBP. The TBP was detected in only
one sample from the vadose zone (in well 299-W15-217, at a depth of 24.6 m), and the result
was below the limit of quantitation (Rohay et al. 1994); analyses for DBP and DBBP were not
conducted. The lack of TBP in vadose soils suggests that TBP degrades relatively quickly. The
lack of TBP detected in groundwater could also indicate that carbon tetrachloride was a
relatively pure phase when it reached the groundwater However, the differential partitioning
and biodegradation of the components of these organic mixtures in Hanford Site sediments have -
not been determined.

Based on the mass of the carbon source (i.e., lard oil and butyl phosphates) and nitrate (electron
acceptor) co-disposed with the carbon tetrachloride, Hooker et al. (1996) estimated that 1% of
the carbon tetrachloride could have been transformed to chioroform by microbial dechlorination
during initial discharge stages (Hooker et al, 1996). ‘The chioroform levels observed in the
vadose zone and aquifer correspond to a reductive dechlorination of 1% of the carbon
tetrachloride. Biodegradation is probably no longer occurring within the vadose zone and
groundwater because the naturally occurring total organic carbon in the soil is insufficient to fuel
the process.

The high-concentration zones of the chloroform plume are approximately coincident with the

high-concentration zones of the carbon tetrachloride plume. However, the chloroform plume is
less extensive than the carbon tetrachloride plume.
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Vadose zone sampling of soil and soil vapor in the source area has also detected methylene
chioride, chloroform, TCE, tetrachloroethylene (PCE), trans-1,2-DCE, 1,1-DCA, 1,2-DCA, cis-
1,2-DCE, 1,1,1-TCA, benzenes, xylenes, and toluene (Rohay et al. 1994).

Groundwater sampling within and beyond the source area has also detected chloroform,
methylene chloride, TCE, and PCE (Rohay et al. 1994, DOE-RL 1999b).

Tetrachloroethylene and tetrabromoethane were used at different times in combination with
carbon tetrachloride as a diluent for TBP or for cleaning agents (Smith 1973), with respect to the
wastes discharged to the 216-Z-9 Trench.

Nitrate in the aqueous wastes discharged to the carbon tetrachloride source cribs has also
produced an extensive groundwater plume. Because nitrate and carbon tetrachloride were co-
contaminants in the aqueous-phase discharges, comparison of the distribution of the two
groundwater plumes may help in understanding the major factors affecting plume movement.
For example, although the K4 for carbon tetrachloride is not well known, the K4 for nitrate is
known to be zero (i.e., nitrate is not retarded in groundwater). The maximum extent of the
carbon tetrachloride (defined by the 5-pg/L contour) and nitrate (defined by the 20-mg/L
contour) plumes is similar to the north and northeast of the Plutonium Finishing Plant area,
suggesting that carbon tetrachloride has behaved as a nonretarded contaminant in groundwater.
However, the carbon tetrachloride plume extends farther to the west (upgradient) than the nitrate
plume, suggesting that the groundwater contamination in this area was controlled by a-
mechanism other than the hydraulic flow field. The absence of nitrate and presence of carbon
tetrachloride to the southwest of the former U Pond site suggests that the carbon tetrachloride
lobe is not a result of southerly flow during the initial period of discharge.

Low plutonium-239/240 and americium-241 activities (<10 pCi/L) were detected in

well 299-W15-8 adjacent to the 216-Z-9 Trench on two sampling dates (May 7, 1990, and
November 13, 1991). The well went dry sometime after January 1992 and can no longer be
sampled (Hartman 1999). The plutonium and americium contamination observed in
groundwater at the 216-Z-9 site in well 299-W15-8 may signify soil column breakthrough or a
preferential pathway in the well, Follow-up sampling of groundwater extracted by the pump-
and-treat system at 216-Z-9 did not detect mobile species indicative of transuranic (Hartman

" 1999). Extraction well 299-W15-32, located next to the 216-Z-9 Trench, has been sampled for
plutonium isotopes for the last several years and for neptunium-237 and americium-241 in

FY 1998, without detecting any plutonium, neptunium, or americium. However, because this
well draws water from a large ares, the samples may not be representative of contaminant
activities directly under the trench (Hartman 1999).

3.1.6 Technetium-99 in Groundwater Extracted by 200-ZP-1 Pump-and-Treat
Operations :

Technetium-99 has recently been detected in groundwater removed by the 200-ZP-1 extraction
wells. The generally presumed source of technetium-99 is from the tank farms to the north.
Samples collected on January 27, 1999, and April 17, 1999, contained technetium-99 levels that
ranged from 20 to 286 pCi/L at the extraction wells (all concentrations are below the MCL of
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900 pCi/L). The sample locations (Figure 10) and the concentrations of technetium-99 are as
follows:

. Well 299-W15-33 (extraction well 1) 47 pCi/L January 27, 1999

. Well 299-W15-34 (extraction well 2) 73 pCilL January 27, 1999

. Well 299-W15-35 (extraction well 3) | 200/196 pCVL  January 27, 1999/
April 17, 1999

. Well 299-W15-32 (extraction well 4) 286 pCi/L Jahuary 27, 1999 7

. Well 299-W15-36 (extraction irell 5) 43 pCi/L January 27, 1999

. Well 299-W15-37 (extraction well 6) - 20pGiL January 27, 1999

. Influent tank (T-01) 100 pCi/L April 17, 1999

. Water knock-out tank - | Nondetect. April 17, 1999

. System filters Nondetect.

Although a high technetium-99 concentration was observed in the closest extraction well to the
TX-TY tank farm (i.e., well 299-W15-35), the highest concentration was measured at well
299-W15-32, which is located near the 216-Z-9 Trench. To reach well 299-W15-32,
contamination from the tank farms would have had to flow past extraction well 299-W15-35.
Movement in this direction does not seem likely because well 299-W15-35 is a hydraulic sink
between the tank farms and well 299-W15-32. Since technetium-99 has not been detected in
monitoring wells west of the extraction wells, it is tentatively concluded that technetium must be
present southeast of the tank farms (i.e., east or southeast from well 299-W15-32) or west of well
299-W15-32 near the 216-Z-9 Trench.,

The 216-Z-9 Trench area west of well 299-W15-32 also represents a potential source of
technetium because of well 299-W15-8. Technetium was detected in this well at 410 pCi/L in
1992 (prior to going dry). However, other wells in this area have either shown no technetium
(well 299-W18-7) or have exhibited low concentrations (<5 pCi/L at well 299-W15-6 from 1994
through 1995). Given this information, an eastern source still seems more probable.

The location or definition of a technetium plume east of well 299-W15.32 cannot be evaluated at
~ this time because there are no unconfined aquifer monitoring wells in this area that could be
sampled. The only available eastern well is 299-W14-09, which is completely below the
Ringold Lower Mud Unit (i.e., in the confined aquifer). As far as is known, this well has never
been sampled for technetium. Given that carbon tetrachloride concentrations are 40 to 50 pg/L
at this well and the levels were as high as 500 ug/L at one time, it is possible that technetium-99
may also be present at depth. Plans are currently underway to sample this well for technetium
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and then reconfigure it to provide a monitoring point in the unconfined aquifer. Because of other -
possible radionuclide contamination in this area, other radionuclide samples will also be
collected (e.g., iodine and tritium).

3.2 TECHNETIUM-99 AND URANIUM (200-UP-1 OPERABLE UNIT)
3.2.1 Technetium-99 and Uranium Source Charléteristics

The Uranium Tri-Oxide (UO;) Plant discharged considerable volumes of liquid containing
uranium and technetium-99 into five cribs located in the vicinity of the plant: the 216-U-1,
216-U-2, 216-U-8, 216-U-12, and 216-U-16 Cribs. Although each crib had the potential to
impact groundwater, only the 216-U-1, 216-U-2, and 216-U-12 Cribs have been clearly
identified as sources of the uranium and technetium-99 plumes found in this area. Based on
estimates developed in 1994 prior to remediation using the pump-and-treat system, the uranium
plume covered 0.46 km?, contained an estimated 130 kg (0.2 Ci) of dissolved uranium, and was
moving to the cast at approxsmately 24 m/yr (BHI 1996b). Substantial quantities of uranium in a
solid phase are found on the soil matrix within and under the cribs. Technetnum—99 accompanied
the discharge of uranium and, as estimated in 1994, the plume covered 0.75 km?, contained

0.16 kg (2.8 Ci) of technetium-99, and was spreading to the east at approxtmately 37 mlyr.

The major groundwater contaminant plumes in this area developed as a result of the following
series of events. Process wastewater from the UO, Plant consisting primarily of dilute nitric acid
contmmng uranium, technetium-99, and other fission products was discharged to the soil column
via two cribs (216-U-1 and 216-U-2) between 1952 and 1967. Over 70 soil column volumes of

" wastewater were discharged, thus easily transporting mobile constituents, partlcularly
technetium-99, to the water table. However, most of the 4,000 kg of uranium discharged to the
216-U-1 and 216-U-2 Cribs was retained in the upper 20 m of the soil column. Subsequently
(circa 1966 through 1967), smaller volumes of highly acidic decontamination wastes were
discharged to the cribs. The discharge of acid resulted in the dissolution of the uranium held in
the vadose zone. Only low concentrations of uranium were seen in the groundwater near the
216-U-1 and 216-U-2 Cribs during this period (BHI 1996b).

The mobile uranium fraction in the 216-U-1 and 216-U-2 Cribs or soil column was later ‘
transported to groundwater after large volumes of cooling water were discharged in 1984 to the
216-U-16 Crib, located less than 60 m away. Water from the adjacent crib spread laterally as a
perched water layer. This perched water source reached the 216-U-1 and 216-U-2 Cribs and
either carried the mobilized uranium down to groundwater along preferential pathways (e.g.,
outside of unsealed well casings adjacent to the 216-U-1 and 216-U-2 Cribs) or migrated
downward through the so0il column to the water table.

The discharge of cooling water was terminated in 1985, and a pump-and-u'eet effort was
conducted to reduce the highest groundwater concentrations of uranium and technetium-99 in the
immediate vicinity of the 216-U-1 and 216-U-2 Cribs (Baker et al. 1988). After 6 months of
operation, treatment was terminated and groundwater concentrations rebounded to their
pretreatment levels, although substantial quantities of uranium were removed.
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3.2.2 Technetium-99 and Uranium Mass Distribution

In 1995, prior to the most recent remediation effort using the pump-and-treat system, the zones
of highest concentration in the uranium and technetium-99 plumes were displaced eastward of
the point of origin (216-U-1 and 216-U-2 Cribs). The uranium plume distribution pattern
suggested that there could be a continuing source of uranium at or near the 216-U-1 and 216-U-2
Cribs because the head-end of the plume, as defined by the 20-pug/L contour, inciuded the area
under the source cribs. This continuing source might be due to slow drainage of remobilized
uranium from the vadose zone. The trend of uranium concentration in this area is downward,
indicating that if drainage is continuing, it is at a low rate (BHI 1996¢). The slow change is
uranium concentrations may also be due to its propensity for sorption to soil. Enough time may
not have elapsed for uranium to migrate away from the source cribs,

The technetium-99 plume distribution pattern does not suggest a continuing source of
technetium-99. The head-end of this plume, as defined by the 900-pCi/L contour, has migrated
cast of the source cribs (Figure 27). The technetium-99 (technetate) anion also has a greater
mobility than the uranium (uranyl) anion (BHI 1996b) and would be expected to migrate from
the source area ahead of the uranium. Based on this distribution, a significant continuing source
of technetium and uranium is not likely. If technetium does not have a source, it is unlikely that
uranium does.

3.2.3 Technetium-99 Groundwater Plume Changes

Remediation of technetium-99 at the 200-UP-1 OU has nearly met the goal of 10 times

(9,000 pCi/L) the MCL (DOE-RL 1999b). By the end of calendar year 1999, it is anticipated
that this goal will be met, except possibly for one localized slug near well 299-W19-29

(Figure 26). As discussed in Section 3.2.6, modeling work completed by the ERC in 1996
{Chiaramonte et al. 1997) predicted that even with no remediation of this plume, the technetium-
99 plume would dissipate to below the MCL (900 pCi/L) before reaching the 200 East Area (i.e.,
while still on the Central Plateau). Based on these conclusions and the-success in remediating to
date, the plume is expected to decay to below the MCL by natural attenuation processes before
leaving the Central Plateau.

3.2.4 Uranium Groundwater Plume Changes

The uranium plume has not changed significantly since remediation activities were started at
200-UP-1, As discussed below (see Section 3.2.5), retarded movement (partitioning of uranium
to the soils) is hindering remediation efforts (DOE-RL 1999b) Modeling by the ERC
(Chiaramonte et al, 1997) under the scenario where uranium is assigned a small distribution
coefficient (0.5 leg), predicts that the plume will not move from the 200 West Area in

200 years, and uranium concentrations will fall below the MCL by natural attenuation in the
same period of time,

3.2.5 Empirical Calculation of Distribution Coefficlent (K,) for the Uranium Plume

The rate of uranium movement in the groundwater and the rate of remediation at the 200-UP-1
pump-and-treat system are dependent upon the degree to which uranium sorbs to the aquifer
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sediments. This phenomenon is termed the distribution coefficient, and is defined as the
equilibrium concentrations (partitioning) between the aquifer sediments and dissolved
groundwater concentration. As shown by the ERC groundwater model, even a small distribution
coefficient (Ky) will significaptly reduce the rate of plume movement from the 200 West Area.
The K4 for uranium on the Hanford Site is often assumed to be 2 mL/g (Remedial Design Report/
Remedial Action Work Plan for the 100 Area [DOE-RL 1998]), which is four times greater than
the value used for the Chiaramonte (1997) groundwater model.

Field data collected during remediation operations provided an opportunity to estimate an
empirical K4 value for uranium. This estimate is based on several assumptions that are not
verifiable but appear to be reasonable.

Baseline plume maps for 200-UP-1 show technetium and uranium plumes covering about the
same area (Figures 27 and 28). Afer about § years of operation, technetium concentrations have
been reduced substantially in most wells to near the remedial action objective of 9,000 pCi/L

(10 times the MCL), while uranium concentrations have remained essentially the same (DOE-RL
1999b). This difference in response to remediation is an‘indication that uranium sorbs to the
soils and is much less mobile than technetium.

After the injection well (299-W19-36) was shut down in 1996, contaminant concentrations

recovered in nearby monitoring wells and at the injection well. During this recovery period, it

was observed that a technetium-99 slug apparently moved past one of the monitoring wells,

299-W19-28 (Figure 29). Following this slug, uranium concentrations began increasing in a

similar manner, but lagging behind the technetium slug (Figure 30). By making several

assumptions, this “delayed” uranium response was used to estimate a distribution coefficient for
"uranium. The following nssumptions were made for this calculation:

. Technetium is assumed to move at the same rate as groundwater (nonretarded
movement).

. The high concentrations of uranium and technetium-99 were co-located at the time of
shutdown of the injection well.

. Based on contaminant trend plots shown in Figures 29 and 30, the following trave! times
to well 299-W19-28 from the time shutdown of the injection are as follows:

- The injection well pump was shut off on February 7, 1997 (time = 0).
- The technetium-99 plume peaked on October 14, 1997 (time = 249 days).
- The uranium plume peaked on April 15, 1998 (time = 432 days).

. The average bulk density (pb) and average total porosity (9) of the aquifer sediments are
1.8 g/cm’ and 32%, respectively, taken from Borehole Summary Report for 200-UP—
Operable Unit, 200 West Area (Kelty et al. 1995).

. - Kq s related to the retardation factor (Rf) as Kq = (Rf - 1)(6/py).

26



BHI-0131]
Rev. 0

The retardation factor is defined as the ratio of the avérage groundwater velocity to the average
solute velocity. Because both the technetium and uranium are assumed to travel the same
distance to well 299-W19-28, the retardation factor can be determined by the ratio of the solute
travel time (uranium) to the groundwater travel time (technetium).

Given these assumptions and field input parameters, the K, was estimated at 0.13 mL/g, less than
the groundwater model K4 of 0.5 mL/g, and the generally assumed Hanford Site value. This
estimate may be less than the actual field value because the uranium plume did not recoverto a
peak (as did technetium). The uranium increase may also be affected by rebound (i.c.,
desorption from the sediments in addition to slug migration). That sorption of uranium to the

. soils does occur is confirmed by the slow to no response during remediation (concentrations in
the groundwater are generally unchanged).

To better understand plume movement, it is recommended that a rebound test be conducted (i.e.,
a period of monitoring [e.g., 6 months] without operating the extraction well and monitoring
contaminant concentrations) and that laboratory tests be performed to quantify the amount of
uranium sorption to the soil (Kq). This information is important as a mode! input parameter for
determining the rate of plume movement, concentration changes with time, and effectiveness of
remediation. This information will ultimately support the final ROD.

32.6 Groundwater Modeling

Two recent Hanford Site-wide groundwater numerical models have been constructed and used to
predict movement of contaminants from the 200 West Area. The ERC developed and applied a
model to predict the long-term impacts of contamination on the groundwater and to evaluate the
effectiveness of current and proposed remedial actions (Chiaramonte et al. 1997). Construction
of the ERC model was initiated under Westinghouse Hanford Company and was completed by
the ERC.

A second groundwater model was developed by PNNL to support the Hanford Groundwater
Project and to predict future conditions of the unconfined aquifer as affected by cessation of
Hanford Site operations, to assess the potential for contaminants to migrate via the groundwater
pathway to the Columbia River, and to evaluate specific contaminant issues (Barnett et al. 1997).
The numerical portion of the PNNL model is based on the Coupled Fluid, Energy, and Solute
Transport (CFEST) code developed by Gupta et al. (1987). The conceptuat model supporting the
numerical code was constructed with nine layers, cach representing major hydrogeologic unit
within the unconfined aquifer system (Barnett et al. 1997). This model has not been used for
predicting movement of carbon tetrachloride, uranium, and technetium plumes.

The ERC mode! is based on a three-dimensional numerical code developed by HydroGeologic,
Inc., Herndon, Virginia, calied the “Variably Saturated Analysis Model in Three Dimensions
with Preconditioned Conjugate Gradient Matrix Solvers (VAM3DCG).” Conceptually, the
model is divided into an upper and lower hydrogeologic unit (the Hanford formation and Ringold
Formation, respectively), but the model could be further subdivided into three units within each
of the major layers if desired. Hanford Site-wide model simulations were performed using the
VAM3DCG Code for seven groundwater plumes, and four of these plumes are of interest for this
conceptual mode] update. The purpose of the modeling was to predict how the major
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groundwater contaminant plumes on the Hanford Site will move and change over time and for
specific cases in response to remediation efforts. The four relevant plumes were carbon
tetrachloride, technetium-~99, uranium, and tritium.

Significant findings related to contaminant plume movement and remediation efforts for these
plumes are discussed below. The model runs extended 200 years into the future (from 1995 to
2195). ' ,

 3.2.6.1 Carbon Tetrachloride. The carbon tetrachloride groundwater plume covers most of the
western part of the 200 West Area with a high-concentration region (>2,000 ug/L) centered
around the Plutonium Finishing Plant (Figure 16). As previously noted, the high-concentration
region of the plume is being remediated using pump-and-treat technology within the 200-ZP-1
OU. The larger, more widely distributed and diffuse portion of the plume is not being
remediated at this time. Results of the ERC model provide significant insight into the current
remediation effort and future remediation efforts. Conclusions from the ERC model predictions
are summarized as follows:

. If left unremediated, concentrations of carbon tetrachloride above the drinking water
standard (5 pg/L) will move off the 200 West Plateau in 200 years (Figure 31).

. The presence of a continuing carbon tetrachloride source has very little effect on the
overall size of the plume but does produce an increase in concentrations (continuing
degradation of groundwater) near the Plutonium Finishing Plant and east of the source
arca (Figure 32).

. If the current pump-and-treat remediation effort is successful (i.e., the high-concentration
area is completely removed), carbon tetrachloride contamination will still move off the
200 Area Plateau in less than 200 years (i.e., plume concentrations and overall plume
distribution is not noticeably modified by remediation efforts) (Figure 33).

. The use of a small retardation factor (0.114 ml/g) results in carbon tetrachloride staying
within the 200 Area Plateau during the 200-year model period (Figure 34). However, at
the current time there is no indication that dissolved carbon tetrachioride sorbs to aquifer
sediments and is retarded in movement. )

In summary, based on the ERC study, the mass of carbon tetrachloride that has moved away

from the source area and that is not being remediated is sufficient to cover the entire 200 Area

Plateau and potentially reach the Columbia River at concentrations above drinking water

standards (although the 200-year mode! was not run for a long enough period of time to confirm

that carbon tetrachloride would finally reach the river). Remediation of the high-concentration
area will help to prevent further degradation of the unconfined aquifer, but only near the

200 West Area. Although this model did not account directly for natural attenuation processes

(c.g., biodegradation, geochemical interactions, and volatilization), use of the low K4 was

functionally equivalent. These processes are expected to mitigate the spread rate of the plume

and, thereby, significantly reduce the extent and rate of plume movement. Future modeling ,

efforts should include these processes in predicting plume movement. The generally assumed

value of zero K4 should also be confirmed since any absorption would inhibit plume migration.

28



BHI-01311
Rev,. 0

Remediation of the larger, more diffuse portion of the carbon tetrachloride plume (i.e., outside of -
the high-concentration area) appears to be paramount if the plume is to be restricted to the
200 Area Central Plateau.

3.2.6.2 Technetium-99 and Uranium, Technetium-99 and uranium contamination located to
the southwest of the UO; Plant is currently being remediated using one extraction well and
currently no injection wells (Figure 26). Groundwater is transported via pipeline and treated at
the 200 East Area ETF. After treatment, the clean groundwater is disposed at the SALDS north
of the 200 West Area, Results of the ERC model are instructive for remediation of these plumes
and provide direction for the current remediation effort. Conclusions from the ERC model are as
follows:

. Without remediation, the technetium-99 and uranium plumes do not move from the
200 Area Central Plateau in 200 years, and concentrations fall below the MCLs
(Figures 35 and 36).

. Assmnng that the uranium plume is remediated (i.c., the high-concentration portion of
the plume is removed), modeling indicates that the plume reaches the 200 East Area in
200 years, and concentrations decline to less than the MTCA cleanup level (Figure 37).

. With no remediation of uranium and assuming a small retardation factor (Ky), the
uranium plume does not leave the 200 West Area after 200 years. Only a small core area
in the region of remediation remains above the MTCA cleanup level (Figure 38).

In conclusion, based on the ERC study, little technical benefit appears to be gained by
remediating the technetium-99 and uranium plumes under the current pump-and-treat system
operation. If remediation were discontinued, it is expected that concentrations of technetium-99
and uranium would fall below groundwater regulatory limits before leaving the 200 Area
Plateau. In the case of technetium-99, this'is even more likely, given that this plume has been
substantially reduced through remediation activities. Field data demonstrate that uranium is
sorbed to aquifer sediments and because of this has responded minimally to remediation efforts
(DOE-RL 1999b). For those modeling runs that used a Ky, the rate and extent of plume
movement was significantly diminished. Hence, uranium is not expected to move any :
significant distance from the 200 West Area before declining to below the MCL. Based on this
modeling work, the minimal response of the uranium plume to remediation (Section 3.2.4) and
the success in remediating the technetium (Section 3.2.3), it is recommended that the pump-and-
treat system be shut down and a monitoring/plume trackmg program be implemented. If plumc
concentrations were to exceed some “trigger-level,” the pump-and-treat system could be
restarted.

3.2.6.3 Tritium. Multipie trittum groundwater plumes are present on the Hanford Site,
including the 100 Areas, the 200 West Area, the 200 EastArea,and from 200 East Area to the
Columbia River (Hartman 1999). Of significance for this report is the tritium plume at the
SALDS (Figure 1). The SALDS was purposely located in an area of relatively slow gmundwater
movement (low hydraulic conductivity) to maximize the time for plume decay prior to moving
away from the 200 West Area, off the 200 Area Plateau through Gable Gap, and ultimately to the
Columbia River. The results of the ERC model predicted the following: '
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. In 50 years, tritium concentrations will decrease below drinking water standards
(20,000 pCi/L.) across the Hanford Site, except for the SALDS,

. The tritium plume remains in the area of the SALDS.

. Between 50 and 100 years, tritium concentrations from the SALDS plume decline to
below the drinking water standard.

Based on this modeling, it can be concluded that trittum will not leave the SALDS above MCLs.

The PNNL CFEST model was also used to predict plume movement at the SALDS (Barnett
etal. 1997). Model mgut assumed that tritiated effluent would be discharged to the SALDS at
rates ranging from 1 m*/day to over 350 m*/day, generally falling between 135 and 185 m%/day.
It was further assumed that tritium went to the SALDS for approximately 30 years, with
tritium-free discharges following for an additional 9 years. The modeling results were similar to
the ERC model), predicting that the tritium plume remains near the SALDS. The similarity in
results lends additional credence to the conclusion that tritium will not leave the 200 Area
Plateau above drinking water standards.

4.0 CONTAMINANT TRANSPORT

41 VADOSE ZONE[GROUNDWATER INTERFACE

The capillary fringe forms the interface between the vadose and groundwater zones. Because the
capillary fringe does not contain a connected gas phase, transport of contaminants through this
zone must occur in the aquéous or DNAPL phase. The three main mechanisms for aqueous
contaminant migration through the capillary fringe are diffusion and dispersion, advection, and
fluctuations in the elevation of the water table (Pankow and Cherry 1996). These processes of
aqueous-phase transport would produce a shallow groundwater plume (Pankow and Cherry
1996).

At the top of the capillary fringe, vapor-phase contaminants partition into the aqueous phase, and
transport through the capillary fringe occurs by dispersion and diffusion along the aqueous-phase
concentration gradient (Pankow and Cherry 1996). A vapor-phase source should resultin a
shallow (1- to 2-m thick) vertical distribution in the aquifer due to the relatively slow process of
molecular diffusion, the process by which the carbon tetrachloride vapor enters the groundwater
(Pinder and Abriola 1986). Pankow and Cherry (1996) point out that because molecular
diffusion and dispersion are weak processes, advective transport due to infiltrating water is likely
to be a more significant mechanism for transporting contaminants downward through the :
capillary fringe. At the carbon tetrachloride disposal sites, an infiltrating water mechanism
would have been more viable during operations when large volumes of water were artificially
recharging the groundwater.
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The elevation of the water table can change in response to barometric pressure fluctuations,
regional water table decline, and pump-and-treat operations. Each of these may influence carbon
tetrachloride migration. The elevation of the unconfined aquifer water table below the carbon
tetrachloride source cribs fluctuates up to 0.2 m/day in response to fluctuations in barometric
pressure (Rohay et al. 1993). Over a 20-year period (1965 through 1985), the elevation of the
water table rose and then declined 2 m; it is currently declining 0.45 m/yr. As the water table
drops, contarninated vapors are drawn deeper into the expanded vadose zone and can partition
into the newly exposed soil moisture. When the water table rises, the contaminated soil moisture
will be incorporated into the groundwater system (Pankow and Cherry 1996). At the carbon
tetrachloride site, the 2-m rise from 1965 to 1977 likely incorporated the carbon tetrachloride in
that zone. The gradual but continual water table decline since 1977 would minimize additional
contamination of the groundwater, but the daily fluctuations create 2 mixing zone that may
continue to incorporate carbon tetrachloride. Temporary cessation of pump-and-treat operations
at individual extraction wells would cause the water table to rise locally, incorporating carbon
tetrachloride that migrated downward into the cone of depression. However, cessation of
operations occurs infrequently and this mechanism may be insignificant with respect to
degradation of groundwater quality. '

Transport and partitioning of carbon tetrachloride vapor between the groundwater and vadose
zone may contribute to the large “low concentration halo” surrounding the high-concentration
core of the groundwater plume. -

As a DNAPL moves into the tension-saturated portion of the capillary zone, it must displace
water if continued downward migration is to occur. Since it is generally a nonwetting fluid with
respect to water, there must be a sufficient buildup of capillary pressure to allow the organic
liquid to overcome the entry pressure of the nearly water-saturated medium (Pankow and Cherry
1996). The DNAPL may also spread laterally at the top of the capillary fringe. The DNAPL
reaching the 216-Z-9 capillary fringe prior to 1965 was likely incorporated into the groundwater
by the rise of the water table between 1965 and 1977.

Potentially, a continued source of carbon tetrachloride to the groundwater in the area below the
216-Z-9 site exists because the centroid of the groundwater plume still includes the area
underlying the disposal site. The carbon tetrachloride source may be within the vadose zone
and/or within the aquifer. Numerical modeling of vadose zone flow and transport indicates that
both dissolved and nonaqueous-phase carbon tetrachloride reached the groundwater beneath the
216-Z-9 Trench and may have continued to enter the aquifer for many years (Piepho 1996). This
potential vadose zone source has been mitigated by SVE operations that began in 1992,

5.0 DATA GAPS AND RECOMMENDATIONS

The nature, extent, and rate of movement of the carbon tetrachloride, uranium, and technetium
plumes have been evaluated, but several key data gaps currently exist. These data gaps are
summarized below with a description of the uncertainties in the existing database being used to
formulate the conceptual model, Recommendations to address the data gaps are included.
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Data gap: The lateral extent of carbon tetrachloride in the vadose zone and the vertical
extent of carbon tetrachloride in the groundwater need better definition. Improved
definition of the contaminant distribution will support assessment of the carbon
tetrachloride mass balance and the expected magnitude of the remediation efforts,

Recommendations: (A) To characterize the deep distribution of carbon tetrachloride in
the groundwater, new well installations should be advanced through the unconfined
aquifer to the uppermost confined aquifer and samples should be collected and analyzed
for carbon tetrachloride (and other constituents). If a well had been planned for
completion at the top of the unconfined aquifer, it could be backﬁl[ed and completed at
the original targeted depth after sampling,

(B) New groundwater welts should be installed to monitor deep within the unconfined
aquifer.

(C) Existing groundwater wells that have gone dry because of the declining water table
elevation could be extended to collect deep groundwater samples or reconfigured to
collect vapor samples in the vadose zone, particularly away from the crib disposal sites.
Because these wells would not be compliant with current Washington Administrative
Code standards, a variance would be required from Ecology.

(D) Well 299-W14-09, which is east of 200-ZP-1 groundwater extraction well
299-W15-32 and is perforated in the confined aquifer below the lower mud unit, should
be sampled at deptti and then reconfigured to monitor the top of the unconfined aquifer.
In this area, there are no wells screened at the top of the unconfined aquifer; therefore, the
lateral extent of the carbon tetrachloride plume is poorly defined. In addition, the
groundwater samples could be used to identify other contaminant plumes (e.g.,
technetium-99) that may be present in this area, based on detection in groundwater
extracted by the 200-ZP-1 pump-and-treat system (see Recommendation 10 below).

Data gap: Data are heeded to determine the extent of the carbon tetrachloride non-
equilibrium sorption in the vadose zone and groundwater. This information would help
account for the inventory and help define remediation needs.

Recommendation: Laboratory tests and analyses should be performed on représentative
Hanford Site sediments. _

Data gap: The partitioning coefficient (K4) for carbon tetrachloride on site sediments
and its variability across the site needs to be quantified (it may be equal to zero). This
information would help refine the predictions of carbon tetrachloride transport rates using
numerical models.

Recommendation: Laboratory tests using site-specific soils and representative mixtures

of organics should be performed to quantify the partitioning coefficient (K4) for carbon
tetrachloride on Hanford Site sediments and its variability.
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Data gap: The location, amount, and properties of DNAPL carbon tetrachloride within
the subsurface need to be assessed. This information would help focus and define the
remediation needs.

Recommendation: The 200-ZP-1 groundwater-pumping operations should be
temporarily shut down (or an “opportune time” should be identified during an outage) to
measure groundwater concentration rebound. If rebound occurred (an increase in carbon
tetrachloride concentrations), the presence of residual DNAPL i in the aquifer would be
implied.

Data gap: The residual saturation of carbon tetrachloride (i.e., the carbon tetrachloride
held in vadose zone sediments that is no longer mobile except through partitioning to
pore water) should be quantified. This information would help account for inventory
within the vadose and groundwater zones, refine the estimates of flux from the vadose
zone to the groundwater, and refine the numerical modeling estimates of the depth of
carbon tetrachloride in the aquifer.

Recommendation: Soil samples (split spoons or cores) in the vicinity of the disposal
sites should be collected and analyzed to quantify the residual saturation. Because SVE
operations have modified the distribution of subsurface carbon tetrachloride and possibly
s0il moisture beneath the disposal sites, part of this task is to identify suitable locations
for data collection and measurements.

Data gap: Estimates of the fate and location of the original carbon tetrachloride
inventory discharged to the soil column need to be improved; approximately 65% of the
inventory could not be accounted for using data available in 1992 and equilibrium-
partitioning relationships. Accounting for a larger percentage of the original inventory.
will allow better understanding of the extent of remediation required.

Recommendation: The inventory mass balance should be re-evaluated based on more
recent studies and data from current remedial actions in the groundwater and the vadose
zone.

Data gap: The high-concentration area of the carbon tetrachloride groundwater plume
appears to be persistent but is situated northwest of the known carbon tetrachloride
disposal sites. Low-concentration lobes of carbon tetrachloride exist to the south of the
known disposal sites. Relatively high concentrations of carbon tetrachloride have been
consistently detected near T Plant, north of the known disposal sites. The distribution of
carbon tetrachloride away from known disposal sites might be the result of an
unidentified source or the result of complex migration patterns driven by changing
aquifer hydraulics. Identification of the sources of the groundwater plume will help focus
source removal and groundwuter remediation efforts.

Recommendation: The hydraulic flow fields during and after the carbon tetrachloride
disposal should be re-evaluated to determine if the distribution of carbon tetrachloride is
reasonable based on the hydraulics alone. The hydraulic flow field.in the 200 West Area
has changed multiple times over the last 50 years. Many of the facilities produced local
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groundwater mounding, caused radial flow, and introduced complex flow patterns.
Results of this evaluation may identify other contributing carbon tetrachloride disposal

Data gap: In areas of high groundwater concentrations, carbon tetrachloride is probably
volatilizing from the groundwater to the vadose zone. This potential migration of carbon
tetrachloride out of the groundwater may contribute to natural attenuation of the plume,
achievement of remedial objectives, and selection of remediation technologies.

Recommendation: A study, including field measurements near the groundwater/vadose
zone interface, should be undertaken to quantify the volatilization process.

Data gap: The ratio of carbon tetrachloride to chloroform detected in deep groundwater
samples generally varies from 1 to 200, The cause and significance of this variance is
unknown but could potentially yleld insights on contaminant source, inventory, and
distribution. ,

Recommendation: A systematic study of the carbon tetrachloride/chloroform
relationship in both the vadose zone and groundwater should be conducted using existing
data.

Data gap: The identification and lateral and vertical extent of a suspected technetium-99
plume east of 200-ZP-1 extraction well 299-W15-32 cannot be evaluated at this time
because there are no unconfined aquer monitoring wells in this area. The only available
eastern well is 299-W14-09, which is screened in the confined aquifer. This well has
never been sampled for technetium. This information will support groundwater
remediation efforts.

Recommendation: It is recommended that well 299-W14-09 be sampled at depth for
technetium and then reconfigured to provide a monitoring well at the top of the
unconfined aquifer, Because of other possible radionuclide contamination in this area,
radionuclide sampling should also be performed for iodine-129 and tritium.

Data gap: Although technetium has been detected in groundwater extracted using the
200-ZP-1 pump-and-treat system, analyses have not been conducted to ascertain the
presence of other mobile radionuclides. The presence of these contaminants in the

system may impact operations.

Recommendation: Additional operational sampling for radionuclides should be
conducted at 200-ZP-1 to ascertain whether technetium-99 and other radioactive
contaminants (e.g., iodine-129 and tntlum) are being removed by the extraction wells and
are moving through the system.

" Data gap: Low (<10 pCi/L) plutonium-239/240 and americium-241 activities were

detected in a well adjacent to the 216-Z-9 Trench; however, the well has gone dry and
can no longer be sampled. The plutonium and americium contamination observed in
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groundwater at the 216-Z-9 site nught signify soil column breakthrough or a preferential
pathway in the well.

Recommendation: Follow-up sampling of groundwater from extraction well
299-W15-32, located next to the 216-Z-9 Trench, has resulted in no detections of
plutonium, neptunium, and americium. However, because this well draws water from a
considerable area, the samples may be dilute and not representative of contamination
directly under the trench. Therefore, samples should be collected after the extraction well
has been shut down for the rebound test and static sampling conditions are reached.
Ideally, this sampling would be done using micro-purge techniques.

Data gap: Numerical predictions of the migration of the uranium plume are sensitive to
the degree of uranium sorption to the s0il, yet the value and variability of this parameter
is not well known. This information is important as a model input parameter for
determining the rate of plume movement, concentration changes with tlme and
effectiveness of remediation.

Recommendation: To better understand the uranium plume migration, it is
recommended that laboratory tests using site-specific soils and/or field tests be conducted
to quantify the partitioning coefficient (Ky) for uranium on aquifer soils.

Data gap: According to numerical modeling results, little technical benefit appears to be
gained by remediating the technetium-99 and uranium plumes under the current
200-UP-1 pump-and-treat operation. If remediation were discontinued, numerical
modeling indicates that concentrations of technetium-99 and uranium would fali beiow
groundwater regulatory limits through natural attenuation before leaving the 200 Area
Plateau. However, there are only minimal field monitoring data to confirm the results of
the numerical modeling.

Recomendation. The pump-and-treat system at 200-UP-1 should be shut down and a

' monitoring program should be implemented to track plume movement and to measure

rebound of uranium and technetium. These data would provide a measure of the rate of
natural attenuation and an indication of the permanency of remediation in support of the
final ROD.
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Figure 1. 200 West Area Groundwater Operable Units and Facilities.
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Figure 2. Surface Geologic Map for the Hanford Site (from Hartman 1999).
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Figure 3. Comparison of Hydrogeologic Units and Lithostratigraphic Units
for the Hanford Site (from Hartman 1999).
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Figure 4. Structure Contour Map of Early Palouse Soil (from Lindsey et al. 1991).
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Figure 5. Thickness of the Upper Ringold Unit (from Lindsey et al., 1991).
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NE-SW %%M_oshﬂnoﬁw.mo&oz Figare 6. Geelogic Cross-Section Northeast Sonthwest
Across the 200 West Area.
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200 West Area
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Figare . Water Table in the Region of the 200 West Are:
1944-1937 (frem DOE-RL 1991).
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Figure 12. Hydrograph for Well 299-W8-1 at the North Boundary of the 200 West Ares,
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Figure 13. Hydrograph for Well 699-39-79 at the West Boundary of the 200 West Are'a. ’
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Figure 14. Comparison of Hindcast Map of 1944 to Predicted Water Table Map in
Year 2350 (after Cole et al. 1997),
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Figure 15. Difference in Water Level Elevation Between
Wells 299-W15-16 and 299-W15-17.
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Figure 16. Baseline Distribwtion of Carben
Tetrachleride in Year 1996.
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" Figere 17. Distribution of Carben Tetrachloride  Rev. 0

In Year 1998 (fress Hartman 1999), _
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Figure 18, Carbon Tetrachloride Concentrations in Well 699-39-79 Since 1990.
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Figure 19. Carbon Tetrachloride Concentrations in Well 209-W18-21 Since 1990.
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Figure 20. Carbon Tetrachloride Concentrations in Well 299-W15-31A Since 1995,
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Figure 21. 200-ZP-1 Carbon Tetrachloride Remediation Area Plume as of September 1998 -

(from DOE-RL 1999b).
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Figare 13. Distribution of Carbed Téirachloride
at Miid-Depth in fhs Unconlined Aquifer In 200 West Area
Compured o the 1998 Concentraiion Coutours at the Water Table.
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Figure 25. Changes in Carbon Tetrachloride Concentrations

- - - - - «© © b} o~

in Well 299-W15-16 (Top of Unconfined Aquifer)
and Well 299-W15-17 (Bottom of Unconfined Aquifer).
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" Figure26. Distribution of Carben Teirachioride in the

Coafined Aguiler in 200 West Area Compared io the 1998
Cancentration Conloars st the Water Table,
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Figure 27. 200-UP-1 Remediation Site Technetium-99 Contaminant Plame.
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Figure 28. 200-UP-1 Remediation Site Uranjum Contaminant Plume.
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~ Figure 29.- Technetium-99 Concentrations in Well 299-W19-28.
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Figure 30, Unﬂum Concentrations in Well 299-W19-28,
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Figure 31. Predicted Carbon Tetrachloride Concentrations after 200 Years;
No K, and No Source (from Chiaramonte et al.- 1997).
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Figure 32. Predicted Carbon Tetrachloride Concentrations after 200 Years;
No K, and Continuing Source (from Chiaramonte et al. 1997).
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Figure 33. Predicted Carbon Tetrachloride Concentrations after Remediation
and in 200 Years; No K, and No Continuing Source (from Chiaramonte et al. 1997)..
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Figure 34. Predicted Carbon Tetrachloride Concentrations after 200 Years;
Ka = 0.114 mL/g and Continuing Source (Chiaramonte et al. 1997).
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Figure 35. Predicted Technetium-99 Concentrations after 200 Years;
No K, and No Continuing Source (from Chiaramonte et al. 1997).

7‘

Isopleths are in pCiA
] Basak Subcrop

Aepunog ses) 9)S eining

91




BHI-01311
Rev.D

Figure 36. Predicted Uranium Concentrations after 200 Years; No K4
_and No Continuing Source (from Chiaramonte et al. 1997).
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Figure 37. Predicted Uranium Concentrations after Remediation and in 200 Years;
No K, and No Continuing Source (from Chiaramonte et al. 1997).
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Figure 38. Predicted Uranium Conemﬁﬂom after 200 Yeﬁrs; Kg=0.5mL/g
and No Continuing Source (from Chiaramonte et al. 1997).
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Table 1. Major Hydrogeologic Units Used in Sitewide Three-Dimensional Model
(from Hartman 1999).
Hydrogeologic |
Model Unit C&’m“g:’i‘f Lithologic Description
Number

1 Hanford formation” | Glaciofluvial gravels and sands (catastrophic flood
and pre-Missoula deposits)
gravels

2 alouse soil Fine-grained sediments and eolian silts

3 Plio-Pleistocene Buried soil horizon containing caliche and basaltic gravels
Unit )

4 Upper Ringold Fine-grained fluvial and lacustrine sediments

' muds

5 Middle Ringold Coarse-grained fluvial sediments, semi-indurated, poorly
(Unit E) and some | sorted sands and gravels with some silt '
Upper Ringold
sands . :

3 Ringold UnitC | Fine-grained fluvial and lacustrine sediments with some

_ interbedded coarse-grained sediments

7 Middle Ringold Coarse-grained fluvial sediments
(Units B and D)

8 Lower Ringold Fine-grained fluvial and Jacustrine sediments
Mud

9 Basal Ringold Fluvial sand and gravel
(unit A)

10 Columbia River Basalt
Basalt Group
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" Table 2. Disposition of Carbon Tetrachloride Inventory Discharged to the Soil Column.
P‘omrin t of Estimated Estimated Mass of
ginal Carbon
Carben Tetrachloride Tetrachloride Carbon Referen
Disposition I Tetrachloride clerence
aventory (kg)
(Avg. 750,000 kg)
: Estimated Using Pre-Remediation Data
Equilibrium partitioning within 91,000 WHC 1993
vadose zone into vapor, dissolved, 12
and adsorbed phases
Lost to atmosphers 21 159,000 WHC 1993
Biodegraded 1 8,000 (4,385 for 2-9 | Hooker ct al. 1996
only)
Dissolved in upper 10 m of 15,740 Rohey and Johnson
unconfined aquifer (assuming 30% 2 1991
porosity and no partitioning to
aquifer solids) - .
DNAPL/residual in vadose and/or 65 484,000 WHC 1993
unconfined aquifer
Mensured Using Remediation Data
Removed from vadose zone using 76,000 Rohay 1999
soil vapor extraction (1992 through 10
1998)
Removed from unconfined aquifer 2,100 DOE-RL 1999b
using pump and treat (1994 0.3 '
through 1998)

Table 3. Mass Estimate of Carbon Tetrachloride Contained in Groundwater

Plume in 1990 (from Rohay and Johnson 1991).

Contour Median Calculated Mass (kg)*

lm;l Ares (m?) Con:;:{t;;tion To ;;'::y — Pfg;‘!v — Pe‘l::t:tl of C;::;l:g

10t0 100 8.34 E+06 35 460 1,380 8.75 8.75
10010 1,000 | 3.09 EH06 550 1,700 5,100 3239 41.14

1,000 to 0.64 E+06 1,300 970 2,900 18.44 59.58

2,000 ‘
2,000 to 0.30 E+06 2,500 760 2,280 14.49 74.07
3,000
>3,000 0.27 E+06 5,000 5,360 4,080 2593 100.00
Total 12.65 E+06 - 5,250 15,740 100.00 -

*Assuming a depth of 10 m.
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APPENDIX A

_CARBON TETRACHLORIDE CONCENTRATIONS IN
SAMPLES COLLECTED AT DEPTHS >10 M BELOW THE WATER TABLE



Table A-1. Carbon Tetrachloride Concentrations in Samples Collected at Depths >10 m Below the Water Table. (20 pages)

e Gl O o~ |
Wel ot | N | Fierea? . ol Data Sowree Commest
Y w| ¢ Top |Betom| D06 [samptag
(i bt | (m WD) (1 ) Method
200-W63 | 0161992 | DOSIRD N 5] 1 J s | 4«7 | 519 | 516 |PosDiyp HEIS
299-W6-3 | 06/11/1992 | BoSTMO | N s | o s | v 1 | 47 | 519 | 516 |PosDisp HES
299-W6e-3 | 08001992 | BOTHRI N 5 1] [ u t | 447 | 519 | 516 [PosDisp HEIS
209-W6-3 | 120871992 | BOTRPG N 5 u 5 v 1 | 447 | 519 | s16 [PoesDigp
290.w6-3 | oananees | BewsTe N s | o 11 0 1 487 | 519 | 515 |PesDisp HEIS
200.W63 | 0601993 | Bosd | N 12| L 14 | L 1 | 487 | 519 | 516 [PosDisp HEIS
290-W63 | 02041994 | DOSZFS N |os]| L ow| L 3 | 7 | 519 | 516 |PosDisp HE®
299-W6-3 | 082211994 | BOCYY4 N Joas] L 0.53 1 | 2 | 519 | 516 |PosDiwp HEIS
299-W63 | 03A2N99s | BODWRe | N 11 04 1 | 487 | 519 | Si6 |PasDisp HEIS
290.w63 | onaigos | BOGHSD | N 07 oM 1 | 427 | 519 | 5t6 |PosDisp HEIS
299-WE-6 | 037191992 | DOGASS N s | u 5 U 1 | 478 | 511 | 489 |PosDisp HEIS
209-W6-6 | ow/iln1992 | BosTPL N 5 u 5 v 1 [ 478 | 511 | 489 |[PosDisp HEIS
29-W6-6 | 09041992 | BO7RGE N 5 u 5 /] 1 | 18 | 511 § 9 |PosDisp HEIS
200.We-6 | 120871992 | BOTRQY N 5 U 5 v 1 413 | si1 | 49 |PuDip HEIS
200-W6-5 | 03171993 | BOBOW3 N 5 U 5 4] 1 | 473 | 511 | 489 |PosDisp HEIS
299W66 | 0993 | DOSGBO N o7 U 04 | U 2 | 478 | 511 | 489 [PesDisp) HEI§
299-W6-6 | 02200/1994 | BOOZEND N |o2] U 004 | U 3 | 478 | 511 | 489 |PosDigp HEIS
299-W66 | 08241994 | BOCIZA N |ox| u 005 | U 6 | 478 ] 511 | 489 [PosDisp HEIS
20W66 |ozoonegs [ BooYDL [ N jom| U 004 [ U 21 478 | 511 | 489 {PosDisp HEIS
299-W6-6 | OVIW1995 | BOGHT N Jose| L 003 | v 2 | 4728 | 511 | 489 |PosDisp HEIS
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Table A-1. Carbon Tetrachloride Concentrations in Samples Collected st Depths >10 m Below the Water Table. (20 pages)

| T ] || o | remeseme
wes Coert | okt [ ereat cas Data Sowree Comment
| ¢ fomef | ¢ (el | T o] Bk femee
{m bwd)
200-wr3 | toev19oss [twooRrDo| N s | u s | v 1 | 680 | 765 | 719 [PosDisgp HEIS
200.w7.3 | 12291988 [moooBrDs| N s | v s | u 1 | 680 | %65 | 719 |PosDop HEIS
299-w73 | 03701989 |meeonrDe| N s |ujus] s | vjus} 1 | eso] 75| 719 [PesDimp
299-w7.) | 03231989 [ IOoomPR2| N s Ju s s {v]s] 1 |eso] 75| 719 [PosDimp HEIS
200.W7-3 | oWIsN9e9 | HOMBPFS | N s o |1s] s|uv ]| 1| ego] 25| no [resbip HEIS
299-w13 | ovtiio9e [imoomerao| o s ulis; s lolus} 1 | e80]72s]| no |rubs HEIS
299-w13 | osomeve | mooomroe| N s |uluws] s |{uviuws] v ]| eo] 5] 19 [Poabiey HES
299.w73 | oavwn99l | peasT4 N s lu s | v t | 680 | 765 | 19 |Pubim HEIS
299w713 | 1w | Be1BGs | N s fu s | u 1t | 680 | 765 | 719 |[rosDisg HES
299.W73 Jovieez | motver [ N 19 s o o | 680 | 765 | 719 |PosDisp EIS
209-W7-3 | 052271992 | BoAMGs | N s | u os6 | J 9 | 680 | 7265 | 719 |PesDisp HEIS
290.W7-3 [osoviee2 | Borers | N s | v s | v 1 [ eso | 765 | 719 |[resDip HEIS
200.W73 | 12030992 | momaas | N s {u s {u t | 80 | %65 ] no [resDisp HEIS
290.W73 | 0210199 | BoseBY N s lu s | v 1 | 680 | 765 | 719 |PosDigp HEIS
299-wr3 | osnmses | posxu N [os7{ U o4s | L 2 | 60|75} no [respisp HEIS
299.W7-3 | oeasnee3 | BustI0 N o7 | U ¢4 | U 2 | 680 | %65 | 79 |PosDiw HEIS
200.w73 [120m993 [ peoxme | N Joeun | L 03| L 0 | 600 | 765 | 719 |rosDisp HEIS
200.w?3 |owvasnes | neBDPd | N | o032 | LY 039 | LY t | 680 | 765 | 19 |PosDisp S
209.w7-3 [oansnee [ Bacmss | N o] U 006 | L 5 | 680 | 765 | M9 [PesDisp HEIS
209w7.3 {o3anees { Boowss | N [oos | L s | L 1 | 640 | 765 | 719 {PesDisp HEIS
200.wr3- | oon2nees { bogact | N joos | L azf L I | 620 | 765 | 719 |PesDisp HEIS
299.W13 | 0307199 [pamxe | N | 02 | LN 0| U 7 | 680 [ 765 | 19 |rubisp HEIS
299-w73 | ow71996 | pamm N Jos|u 04 1 [ sso]| 765 | 19 reshisp HEIS
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Table A-1. Carbon Tetrachloride Conceatrations in Samples Collected at Depths >10 m Below the Water Table, (20 pagés)

o] T || | e |
wel Colleet | Somple | pmerear gl?"a, Data Sowree Cowment
Intake
) P Y[ P g N = g
295-W10-14 | 1201/1993 | BDIEQL N 012 U 0.0 L 2 55) 614 535 | PosDisp HEIS
299-W10-14 | Q2181994 BOBD N 0.12 U 0.04 U 3 553 614 535 | PoaDisp HEIS
199W10-14 | DI | BOCYWO | N | 032 | U 005 | U 6 | 553 | 614 | 535 |PosDisp HEIS
299WIo-14 |Gvi0news | OWEI | N |oos | U 0wt | U 2 | 53 | 614 | 535 |PosDisp HEIS
299W10-14 | OOS/199s | BOGIDS | N | 01 | L 008 | L 3 | 553 | 614 | 535 |PosDisp ExS
29WID-14 | 03AN199 | ParBO4 | N [o004 | U 003 | U 1 | 553 | 614 | 535 |PosDiep HES
209-W10-14 | OMOVI9% | BOBG2 | N | o5 | U 02| v 3 | 553 | 614 | 535 ) PosDip HETS
299-W10-14 | OW11/1997 BOK341 N - O U 02 U 3 553 614 535 | PosDisp
299-W10-14 m BOLWPt N 0.14 1] 017 1] 1 553 614 535 |PosDisp HEIS
295WioM4 | ovmnose] Banas | N | o2 | | YRE) 1] 553 | 614 | 535 )PesDisp HETS
299-Wio-14 | 0V1071998 BOFROR N 014 11} 017 | UQ H 453 614 535 |PoaDisp HEIS
200-Wid-14 | 030W1999 BOTXEL N 015 U 0.09 U 2 553 614 535 Pos Disp HEIS
299-W10-22 | OSOLTIS9 | BOSWI3 U U ) 09 WHCEP81S
299-W10-22 | 0011996 | BIOW14 s | v s | u ) 00 WHCEP-0115 Duglicate
20.W102 | 0151994 | BOSW17 25 17 1 135 WHC-EP-0815
299.W10.22 | 0WIS71994 | BOYWIS 21 u 2 133 WHC-EPOSIS Spii
799W1024 | IUM1998 | BORIF | N | 40 | D 10 @ 169 PNNL-12086
799wW1024 | 101271998 | BOR3D7 | N | 1600 | DQ 25 5 301 PNNL-120%6
299-w10-24 | 10/13/1998 BOR3D® N 730 | DQ 13 56 483 PNNL-12086
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Table A-1. Carbon Tetrachloride Concentrations in Samples Collected at Depths >10 m Below the Water Table. (20 pages)

e (CAC  |page| Depte Fump/Sample .
wek Coect | Seml | ppuerear = ' Data Seurce Commest
wl.| * wi| * [Emwe i pager Depet frm
_ (m bw)

295-W149 | owix19% | BOPDDS | N ™ 9 1 | seo | 920 Submers HEIS, BHI-01126
299-W149 | 1072171998 | DORSIM N P 110 1 | seo | 920 Sobmess HEIS, BHI-0L126
299W145 | oiivie | BeTI N o 140 o | s60 | 920 Submers HEIS, BHI-01 126
299.W14-0 | owzarione | BovaD1 N *% 133 o | 360 | R0 Swbmers- HELS, BHI-01 [26
2wW1as | omwe | BovMe | N n 120 0.1 s60 | o290 Submeors HEIS, BHLO1126
299-Wi4-14 | sonuvieee | pomaxy N w | b 4 ] s 145 PNNL-12086
299-Wis-i4 | 102619% | BOROO N ® | DQ 4 ! 95 301 PNNL-12086
200-Wi4-14 | 10271998 | BaRAYI N |9} Do 9 i) ¥3 PIOE.-12086
299-wia-14 | 1027199 | Bomsos N {0 | DQ [ T 98 PNNL-12086
290-Wid14 | 110371998 | DORAYS N [0} D B | Q 29 569 PNNIL-12086, HEIS
299-Wi4-14 | 11091998 | BoReY7 N o0 { D 2 2% 685 PNNL-12086
299-Wid-14 | 121071998 | DOT3LA N 140 | D 14 10 ' HEIS
299.WI5-S | 718199 5800 " 360 10 15 BHE-01121
200.w1s-s | snenese 6000 300 20 46 PHI1121
209-W1s-s | ersnwm 2600 4 57 335 BHI-01121
299.WiS-s | M6y 250 37 2 658 BHI-01121
299-Wis.S | 241901 12 s 7 360 BHI-01121
299-WIsS | Ve 1 ] 1 ] 1 0.7 BHI-01121
299-WIs-5 | 8121997 o | u o |uU 1122 BHI0112t
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Table A-1. Carbon Tetrachloride Concentrations in Samples Collected at Depths >10 m Below the Water Table. (20 pages)

T O || | e |
Wel Coeet | g | oerear % Data Sowree Comment
| o] o] | el B8 e
, (m bwr)

299-W1s-6 | 020671991 4851 px) m 24 | Submers DOERLS1-32
299-W15-6 | 02081991 4638 202 24 | Submers DOE/RL-51:32 Duplicste
299.W156 | oaoon991 | Beamo N |smo 43 134 00 | Bader DOE/RL-91-32
299-wis-6 | oweartsel | Beomt N {3m o) m 520 | Baller DOE/RL-S1-32
299-Wi5-6 | 050871991 | BeaIFs N | 2¢s1 o 41 } 90 § 520 | s0s |[PosDinp DOERL-91-32
209-Wis-6 | 12141990 | HOOONS N |28 21 us | oo | 520 HEIS
200W1s6 | 0311992 | BOEIV4 N |2um 14 10| o0 | 520 HEIS
200-wi1s6 | omonee3 | Boscze | N | 220 13 12| oo | s20 EIS
Z9-WIs6 | 10031994 | BocXva | N {0 | D s lu 24 ] 00 | 520 . HEIS
299.W1s-6 } 10031994 | Bocxwe | N 97 s |u 19} oo | 520 HEIS
799-Wi56 | 10741994 | BOD4ST N |m]0D 45 176 | o0 | s20 E1S
299-W1s-7 | ozouiees fHooosvD3| N | 2310 19 122 ] o0 | 06 | 52 |Sobmens HEIS
299-Wis<7 | 112901988 JHooo9VDG| N | 2390 4 100 | 00 | w06 | 52 |Submes HEIS
209wis-7 | ovionos2 | Boongz | N | 1700 s | ue 30 | 00 | 406 | 52 | Submens HEIS
299-Wis-7 | omanem | pesqm N | 2400 15 160 | 00 | 406 | 52 | Sebmers HEIS
200w1s-7 | 0121993 | BosCY® | N | 2345 24 o8 | 00 | 406 ) 52 }sebmess]. HEIS
29.w1s-7 | taienses | Bo9Dos | N {20 | D 17 129 | o0 {406 | 52 |Submers HEIS
299.w1s-7 | ovonisos [ BoBQML | N | 19%2 21 93 | oo | 406 | 52 |Sobmes HEIS
200.W15-7 | o4071954 | BoBQM2 | N | 2686 25 107 ¢ 00 | 406 | 52 | Submers HELS
209-wWis7 | ooizions [ Boocoa | N | 1900 27| 70 | 00 | 406 | 52 |Submes HETS
299-W1s-7 | oovisniosd | Bocxo2 | N 3 ) s o 1| 00 | 406 | 52 |[Submen EIS
209.W1s7 | 022371995 [ BoDQes | N [ 1300 D 15 87| oo | 406 | 52 |Submes HEIS

0 a3y

11£10-1HY




BHI-01311
Rev. 0

(9661) o] ‘S7110-Bi8 | S19VY 6§ o L 0SZHOR | 9661130 | L-S1M66T
(5661) PR '9Z110-B8 | 1AV ¥ TS | sm ovzoa | 9661v1a0 | C-SiM-66T
(9661) goramg ‘97110-HYE | S1AVY T (Y 14 £ | Lyzroa | 96614130 | L-SEM-66T
SEIH BangRg oo | w i WSE| N ruA0E | 6661A0VE0 | L-SIM66T
STaH sEweg oo | enl ££ 009t | N | otaca | cesimine | csimeez
STaH SIowqng oo | m Le ooty { N | sneiow | sesimsine | csimessz
S13H - [sogmg | oo | €l (13 000y} N scwoe | 6615101 | csimes6T
STAH smqng vor | oo | oot 24 owz] N | coasom | se6aim0 | simssz
S13H SIS gor { 00 | €5 (3 1082] N | toosd | sestmimo | rsim-66T
STEH swng sor | oo | »mi 6 oocE{ N | CHANDG | S6615150 { I-S1M-66C
SIZH souxEg sor | 00 | 06 o€ ozl N 11aNog. | 35610200 | L-S1mo667
SI3H somqes sor | o0 | € 62 oz| N 91INOE | S661AL/T0 | L-S1M66T
STaH ey sor | o0 | & 0f wzz| N N8 | LeSLTITI | LSIM6T
SI3H sumgns gor | 00 | s6 Le we| N SEoE | LESIATAL | L-SIM-66T
- Sumng sor | oo | e 0 owz| N STING | L661720 | L-51M-667
SI3N aMag yor | oo | € u oz| N szewd | esiezmo | Lsimese
- | saemS sor | o0 | © 43 00z| N | ramos | te6inTmo | csimssT
STIH SKqes gor | oo | s o x| N GNWIOE | LO6LSIAO | L-SIm66T
st SExtgng sor | o0 | 6 € owoez| N el | L6610 | LS1me6sT
STHH SEng gor | 00 | o o Jowe! N oquwed | LESIATN0 | L-S1M-G6T
St SEng sor | 00 » ir oRE| N a8 | L6SIAING | LSIM66T
SIaH ey sor | 00 | & SL owzz| N YOG | 966LOIRT | LS1M66T
SEH Smgeg sor | 00 | 73 o] N cZo0a | 96616180 | L-Stm-66T
sumog e b po e e R R
rimsdeny itﬂﬁpum sppeppRIR] RoqIe)

(s93ed 07) 9IquL 29pep 3P Mopg W T < sPda( 1€ PAIYI0) sodures UT SUOPRLUIN0D) IPHONPICLI], UOGE) “[-V IGEL

A-8




Table A-1. Carbon Tetrachloride Concentrations in Samples Collected at Depths >10 m Below the Water Table. (20 pages)

Carbon Tetrachleride

Well Collect | Sample | Riteres? . é:dg ‘ Dats Searce
wil ® ol (o oo o o) bera e
(m bw)
200WIS7 | 08741996 | BOHZS! 78 = 3 194 | KABIS | BHI-01126, Dagrach (996)
200-W1S7 | ORI4/1996 | BOHZS4 207 100 250 | KABIS | RHI01126, Dasvach (1996)
200-WIS7 | 087141996 | BOHZSS 703 in 305 | KABIS | BHI-01126, Durrach (1996)
200W1S10 | 05201987 | HOOSRIM | N | 2740 2 e ] 00 | 23| 60 [Seaen HELS
299W15-10 | OMI41967 | HOOORS? | N 38 8| 00 | 23 | 60 |Scbows ElS
299.W15-10 | 12091987 | HOOR® | N | 3410 B Mt | 00 | 23 | 60 |Scbmen HEIS
200-WIS-10 | GGA2/1968 | HOOORA3 | N | 3730 -2 U] 00 | 23 | 60 |Sebmers TS
299-WI5-10 | OMIE/I9eS | HOOO9ReS | N | 4200 17 %7 | 00 | 23 | 60 |Sebuwn HEIS
200-WIS-10 | 1121968 | HOO09R4T| N | 3750 27 139 | 00 | 23 | 60 |Sobmes HETS
9 WISI0 | 05231950 | HO0ORAS | N | 2800 13 215 | 00 | 223 | 60 {Submes HEIS
209-W1S-10 | 010271991 | HOSOMI6 | N | 1003 13 77| o0 | 23 | 60 |Sobmen HEXS
200-WIS-10 | 00671993 | BODI0 | N | 2327 10 233 | 00 | 23 | 60 |Sobmes HEIS
290-W15-10 | 04071994 | BOBQLS | N | 2188 12 - 2] 00 | 23 | 60 |Sobmen HEIS
209W15-10 | 0WZ2/19%4 | BOCXOG | N | 1900 100 191 00 | 23 | 60 |Sebmens EIS
200WIS-10 | 3231995 | BOPSTO | N | 10 | E s st | 00 | 23| 60 |Sobwen HEIS
290-W1s10 | 03231995 | BoRTI | N | 18 5 « | 00 | 23] 60 |Sobmen]| HEIS
200-W15-10 | 0%I2/1995 | BOGKCE | N | 1500 | E m 107 | 00 | 223 | 60 |Svbmen HEIS
299-WI5-10 | 011996 | BOHTZI | N | 1900 25 %6 | 00 | 223 | 60 |Submes HEIS
209-W1s-10 | 001996 | Boman | N [ 28 n 104 ] 00 | 23 | 60 |Svbmes HELS
200W15-10 | 1112/1996 | BOIFS | N | 2500 2 29 | 00 | 23 | 60 |Submen HEIS
200-W15.10 | 1271171996 | BOKGS | N | 3100 2 74| 00 | 223 | 60 |Subwes HEIS
200-WIS-10 | 012771997 | BOIRCS | N | 4100 3 121 | 00 | 223 | 60 |Submers HEIS
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Table A-1. Carbon Tetrachloride Concentrations in Samples Collected at Depths >10 m Below the Water Table. (20 pages)

Carboun Tetrachloride

- e Bl T ]
Welt Dae Numbey |FiMered? . % __ ! Dats Sewrce Comment
e TR e o IR e B P B e

299-Wis-17 | 08061991 | PoOIW4 N (] u 5 u 1.} 585 | 616 | 598 |PosDigp HEIS
299-Wi1s-17 | osm6n9or | BOOIWS N [ u 5 u 1 585 | 616 | 593 |PosDisp HEIS
299-w1517 | oseeneo1 | pook29 N 12 |1 os | I 2 | sas | 616 { 8 {PosDiwp HEIS
209-Wis-17 | o171992 | BOGAOS N 24 18 1 585 | 616 | 598 |PosDisp HETS
299-W1s-17 | osminem | oorees N . s | ve o | s85 | 616 | 598 |PosDisp E2S
209.W1s-17 | o2naviees | Bosar2 N 15| 171 1 s85 | 616 | %93 |PusDip| HES
299-W15-17 | ovoen1993 | BO91IN0 N 13} L 04 { U s | ses | 616 | 593 |PaaDimp
200.w1517 | 1insnea | movxss N 4 16 3 | sas | 6.6 | 598 |PosDisp
299-W1s-17 | 05271994 | BOBYNG N o4 | L oem | L 2 | s85s | 616 | 593 {PoaDisp
299-W15-17 | o394 | BOCXY3 N 1 1 1 ] 1 sss | 616 | 592 iPosDimp HEIS
299-W15-17 | 11091994 | BODTED N |omw| L 091 1| 585 | 616 | 593 |PosDisp HEIS
209-Wis-17 | osnonees | BorCMD N 13 (Y]] 2 | s85 | 616 | 598 |PosDisp HEIS
200-W15-17 | 1108/1995 | BOGVES N 13| 8 1 2 | sas | 616 | 598 |PosDip HEIS
299-W1s-17 | 05071996 | BOHRKS | N 07 | X 0ss 1 585 | 616 | 5932 |PosDisp HELS
209-W15-17 | 01021997 | BOITIE N 24 1.8 1 s85 | 666 | 598 |PosDigp HEIS
209-W15-17 | 0081997 | BOLHOR N 4 ] 2 J 2 | 585 | 616 | 598 |PosDisp HEIS
299-Wis-i7 | owosnoes | poneNg | N 12 1 | K 12 | 585 | 606 | 598 |PosDisp HEIS
299-w1s-17 | omanses | pormz N 9 Q 585 | 616 | 593 |PosDisp HEIS
299-W1s-17 | 01181999 | BOTFHA | N ) 4 | 585 1 616 | 932 |PosDisp HEIS
299-W15-25 | 1211571994 94 | D 21| D 3 15 | 24 21 BHI-00399
209-W1525 | 12/17/199¢ 5| D 0| D 0 g | sa 43 BHI-00399
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Table A-1. Carbon Tetrachloride Concentrations in Samples Collected at Depths >10 m Below the Water Table. (20 pages)

Carben Tetrachloride Chlsrsforn ScreenSample | oo
{caw (CHCYy Rae|  Devtt .
well Comect | Sample | Pwecreat cci?é, Data Sowree Comment
o IR B I B e o B e
{m bwe)
200-W1S-25 | 1271971994 16 | o THET Y] BHI-00399
299-w1s-25 | s1M51905 34 s | D o 173|119 | 176 BHI-0M99
299-Wis-30 | ose19s 2800 900 3 00 PNNL-11470
299-W1530 | 081995 2900 910 3 15 PNNL-11470
299-W15-30 | 0801995 3000 940 3 30 PNNL-1 1470
299-W1i5-30 § 0RNS/1995 20 260 -3 46 PNNL-1 1470
299-W15-30 | 0RAS/1995 3000 930 3 76 PNNL-11470
299-W15-30 | 00AS/199S 3000 940 3 107 PNNL-1140
299-W15.30 | 08051995 00 990 3 16 PNNL-11470 Duplicate
299-WI15-30 | ORNS/1995 2700 1000 3 10.7 PNNL-11470 Duplicate
299-Wis-30 | 6231995 | BOGO21 N [340f D e | b 3 oo | s2 03 |PesDip HEIS
299wis30 | 72196 [ Baxns | N | 4se0 130 % | oo | s2 03 |PosDisp HEIS -
299-W1530 | w1199 | BOHZM N | 3900 110 35 | oo | 32 03 |{PesDisp
299-W15-30 | 10N0/1996 | BaRC? N | 5300 oi ss | oo | 82 03 | PosDisp HEIS
299-Wis30 | 1111996 | Benvs N | so00 n 6 | oo | s2 03 |PosDisp HEIS
209W1s30 | 129099 | BIKI0 | N | 5100 /) 2| oo | 82 03 |PesDisp|- HEIS
299-W1530 | 129n997 | BamDe N | 5900 ™ 20 | oo | s2 03 ]PosDisp HEIS
299-wis-30 | 1201997 | BORD? N | 6500 » 2| oo | s2 03 ]PosDisp HEIS
299-Wi530 | 2241997 | BOIYWS | N | 6500 9 133 | oo | s2 03 |PosDisp HEIS
299-w15-30 | 3201997 | BOmMP? N | so00 61 9 | o0 | s2 03 | PosDisp HEIS
299.W1530 { sm1n997 | BOKSC3 N {4000 50 0 | oo | 32 03 {PosDisp HEIS
299-W1s30 { 171997 | poLnve N {smo 57 100 | oo | s2 03 {PosDisp HEIS
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Table A-1I. Carbon Tetrachloride Concentrations in m!uw_n. Collected at Depths >10 m Below the Water Table. (20 pages)

T T || | Penesm .
we Comect | pamp |Foserea . Qnﬂ..-nr ‘ Dats Sewrce Conment
: Intake
wi| * |Emeeiogl| * [Enwr PN ﬂﬂla ) s
299-wi1s-30 | w199 | DoLh® N s9%00| D 37 1| oo 82 03 |PosDisp HEIS
299-W15-30 | 9231997 | BOLX3L N 7100 56 1271 | 00 32 03 [PosDisp HEIS
299-WI5-30 | w2997 | BOLXE2 N | &m0 2 1291 00 82 03 [PosDisp HEIS
209-Wis-1 | 4261993 | BOSCsl N |3un 3 1| oo { soo 63 | Subemers HEIS
299-Wi1s-1 | 2994 | DoBLDS N nQ 25 90 00 | 500 63 | Submers HEIS
299-Wis-1 | 2919 | BoCss4 N 1200 35 ] 51 00 | 600 63 | Submers HEIS
299-wis-1 | smonese | mociss Y 5 v s u 1 00 | e00 63 | Swbeers HELS
20.wis-1 | s | BoCkse N | 2500 M| M | oo | 60t 63 | Sebmen HEIS
299Wis-1 | w9 | BOCXTS N 1700 » | 9| 00 | 600 63 | Submers HEIS
299-Wis-t | 94199 | BacxTs N 5 U 5 U |t oo | 600 63 | Submers HEIS
299-Wis-1 | 22471995 | BODOK3 N |2} D 25 108 | 0o | s00 63 | Submers HES
299-Wik1 | 1121995 | BoGGR2 N |s400| D 3 95 00 | eoo 63 | Submers HEIS
29-Wis-1 | 7161996 | BaRXTY N j2400| D 34 7 00 | 600 63 | Submers HEIS
299-Wis-1 | 2261997 | BOrY24 N 1500 16 9 | oo } 600 63 | Subwmers HES
29.Wis-1 | YN | BoKID6 | N 1100 13 &8s | oo | e00 63 | Swbemers HEIS
299-Wis-1 | 211997 | BeLIMB N 1400 15 93 | 00 | 600 63 | Submers - HEIS
200-Wis-1 | 11141997 | BT N 170 16 1081 00 | 600 63 | Submers HEIS
299-Wis-1 | 2191998 | BOMIVO N 1400 12 17 | oo | 600 63 | Sobeers HEIS
209-Wis-1 | 59998 | PONMRO N m| o 14 55 00 | 00 63 | Submers HEIS
299-Wis-l | snonoes | BoNMTY N | 2200 17 129 | o0 | 600 63 | Submers HEIS
299-Wis-t | snmvs | BerDCR N 1100 i 00 | 00 | 600 63 | Scbmen HEIS
299-Wis-1 | 10151998 | BoR393 N 1900 n i oo | 600 63 | Submers HES
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Table A-1. Carbon Tetrachloride Concentrations in Samples Collected at Depths >10 m Below the Water Table. (20 pages)

| I - ol W o I |
wel Comet | omre |pwserer] g.fyq Data Searce Commet
R e E IR I A et Y -
299-Wis-1 | L1199 | BOTRN? N | oo 10 o | 00 | 600 | 63 | Sehmen HEIS
299Wis1 | ANVI999 | BOV2C3 | W | 1800 10 M0 ] 00 | 600 | 63 |Submes ' HEIS
20.wis-t | 415199 | povaos | N |1200 TR 67 ] 00 | 600 | 63 [Submers 'HEIS
9 wis1 | w9 | Bovma | N | 200 7 imji o0 | «we | 63 |Sbwen HES
29.wis2 | 3209 {Heco3@ | N | 99 654 1 J oo | 178 ] 23 [PosDip HEIS
2%-wis2 | 112199 | porrn N |3anmw| E %0 §{ E i oo |irts]| 23 |rshDip HES -
29.wis2 | 8111994 | BOCISE N 3700 50 ] U 18 00 | 178 23 | PosDisp HEIS
299-W1s-2 111994 BOCIs7 Y 5 u 5 U 1 00 178 3 Pos Disp HEIS
200.w1s2 | 10171994 | poDaxs | N | 4300 20| J 36 | 00 | 178 | 23 |PesDisp HEIS
29.wis2 | 22n99s [ moomr | N {2100 nis % ] 00 [ 173 ] 23 |rsbDisp HEIS
2099-wi1s-20 | 020671991 | HOOO7167 | N 193 4 14 60 DOE/RL-91-32, WHC-EP-0674
299-wis20 | 03201991 [Howomes | N | 11 15 12 60 DOE/RL-91-32, WHC-EP-0674
{T2oswnso fosnonem [ posz | N | 170 20 9 | oo | 30 1.5 WHC-EP-0674
299.Wis20 | 030U1993 | potre N | w00 13 120 WHC-EP-0674
200-W1s-20 | o412/1993 | BOSDM4 | N 35 54 6 ] o8 | 30 LS WHC-EP-0674
299.wis22 | 10051988 [mooomoz| N s | v s | v 1 | 620 | na | 707 [PosDisp HEIS
299-wis-2 | 120008 |moooexxs] N s | u sy t | &0 | nal 77 [resDisp HEIS
29%.wWis-22 | 06151989 | HoooOXYO| N s lulwis] s | v s} 1t | 6o ne| 77 [rosDisp HEIS
299.wis-22 | o1311989 |mooooxya| N stvjlws] siu st | eof ne| mr [respisp HEIS
200-wi1s-22 | oz2i989 | nooooxys] N stuv sl sl u s 1| @] nal 27 [padip HEIS
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Table A-1. Carbon Tetrachloride Concentrations in Samples Collected at Depths >10 m Below the Water Table. (20 pages)

Carbon Tetrachloride

Screen/Sample

. T cay (CHC  [poge| Desan | TompSempe . |
(- ] Date Namber Flitered? aﬂl:l.fq Dais Sosrce Comment
IR L E I o I e A e
(m bwt)
200-Wis-22 | 03091990 |HOOOOXZ2 | N s |u s s | ullws] 1} 60| 714 207 |PosDiep HEIS
209-Wis-22 | os0snest | BeZ2 N s (v s | v 1 | @0 | 714 | 707 |PosDinp HEIS
299-wis2 | onenem | Posecs N 5 U s |u 1 | 620 | 14 | 707 |PosDisp HETS
200-wis-22 | s | ponDs N s | v s v 1 { @0 | 714 | 707 |PosDiep HEIS
29-wis-22 | @nmee | posary N s | v s | u t | 60 | 714 | 707 {PosDisp HEIS
299-Wi1s-22 | 090171993 | BOSI®O N |om| v 04 | v 2 | 6o | na | 707 jruDiw HELS
299-wi1s22 | 11301993 | Bo9K99 N |on2] v oo¢ | U 3 | 620 | 114 | 707 |PosDisp HEIS
299wis22 {osmmione [ BoBYP? | N {02 ]| U 005 | U 6 | 620 | 4 | 707 [PosDisp HEXS
299-Wis22 | 11729199 | BODTLS N Jom]u 04| U 2 | 620 | N4 | 707 |[PosDisp FIS
299-wis-22 | osninees | sorcQs N jox{ L 004 { U 9 | 620 | 4| 707 |PosDisp HEIS
299-Wis-22 | 11161995 | BOGVD N fos| U 003 | U 1 | @0 | n4 | 707 |PosDisp HEIS
299-W1s-22 | 050871996 | BOHRLG N |oos]|ux 07| U 1 | &0 | na | 709 |PosDisp HEIS
299-W13-22 | 0102/1997 | BOJTDR N 0.5 u 03 7 2 62.0 74 70.7 |PosDasp HEIS
299-Wis-22 | 07091997 | BOLHA2 N Jos]| U 04} ) o | 620 | 714 | 707 |PosDisp HEIS
299-Wis.22 [ o119 [BovNad | N {014 | U 0t} U 1 | 620 | e | 707 [PosDip|. EIS
299-wWis-2 | o199t | poFTVO N 04 | J 03 | 1 620 | 7i4 | 707 |PosDisp ETS
299-W1s-22 | 01201999 | BOTFL2 N 0.6 U 03 J 1 626 T4 707 (PosDisp|. HEIS
299-Wis-22 | 07/12/1999 | BOVIF23 N 0.15 U 03 J 1 620 714 70.7 | PosDisp HEIS
299.W194 12091993 BO9DOO N 230. | DQ | EN T4 0.0 758 32 Submers HEIS
200.W19-4 | 0629994 [ Bocnz | N | 240 ] 60 | 00 | 728 | 32 |Scbmens HEIS
200-W19-4 {osnmos [ Bocie | N | 2m0 | E 3 [} 93 | o0 | 788 { 32 |sSubmes EIS
299.W19-4 | 04291994 [BociM4pL] N | 270 ] 90 | 00 | ms | 32 |Scvbwmen HEIS
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Table A-1. Carbon Tetrachloride Concentrations in Samples Collected at Depths >10 m Below the Water Table. (20 pages)

= ol P bl |
wen Collect | Sample | pieered? gl?.vq _ Data Source Comment
Intake
o] * |Ever|wg| * |Emer (:-:0'('::'-0 (m lmk
299-Wiv4 | 06291994 | BOCIME N 2o} 1 3 [ 77| 00 | 788 | 32 |Subees HEIS
299-W194 | oor21/199 | BOCKRS N 190 3 ) 63 | o0 | Taa | 32 |Sebmen HEIS
299-Wi94 | 09291994 | BOCXXT | N 2% 3 ! 7| o0 | s | 32 |Submes HELS
99-Wio4 | 11200995 | BOGYL? N % | D 3 $7 | 00 | M2 | 32 |Sebmes HELS
200-Wio4 | 05241996 | BOHIKS N 20{ D 2 105 | o0 | 78] 32 |Submes [ETS
299-W194 | o&ien997 | BAL2LY N 25 ] Y 07| U “7 | 00 | 788 | 32 |Submes HEIS
29-W14 | osnuio9e | BONTED N mijlo 4.] 3 n Nns | 32 |Sebmen HEIS
299-Wi19-4 | oomzriee; 120 3.1 4% 39 [resDisp BHL-0149
209-W194 | o993 190 o1 | 107 ] 99 |{resDisp EHL00149
209-Wi9-¢ | 05A0/1993 200 213 | 29 | 21 [PuDip BHI-00149 >0 wg/l..
209.Wio-18 | ois14nses | HoooBoQO | N b1 5 u s 00 | 320 19 | Sobmous HEIS
200-W19-18 | ovazvicas | HooemoQr| W 57 3 U 19 | oo | 320 19 | Submens HEIS
200.W19-18 | 12001988 | oooBoR3 | N 9 s |y 2 00 | 320 19 | Submers HEIS
‘| 299-w19-18 | 3201900 | HONOBGRS | N 5 14 | 3 ul1s] 3| oo | 320 L9 | Submers HEIS
299-0/19-18 | OLOX1991 | HOOMER | N 9 24 38| 00 | 320 15 [Submens HEIS
209-WISi8 | 01131992 | BOONNI N 1z 35 35 | oo | 320 1% | Sobmens | HEIS
209-W19-18 | 1071992 | DOMI&2 N 143 27 53] 00 | 320 )| 19 |Sebmers HETS
299-W19-18 | oawoenees | BOBKD N 130 3 J & ] o0 | 20 E9 | Submers HEIS
200.W19-13 | ouoRr1994 | BOBKIS N 140 J 47 | oo | 320 19 | Submens HEIS
209-W19-18 | oaoenves | BoBKR? N 170 ] 51 o0 | 220 19 | Submers HEIS
200-WIS18 | 04131994 | BOIDM4 N %0 | D 19| B 5 | 00 | 320 19 { Submers HEIS
299.W19-18 | oa23nesa | BoCIMS N 170 6 00 § 220 | t9 |Soubmes [EIS
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Table A-1. Carbon Tetrachloride Concentrations in Samples Collected at Depths >10 m Below the Water Table. (20 pages)

Carbea Tetrachloride

Q) (CHO, Ratie Depth mp/Sample ‘
wet Coet | omre Irnerea? : ccn%. Data Source Comment
on| ¢ fumef | - o | B St
(m bwt)

299WIS.13 | W29 | BODSM | N | 260 | D 29 9 | 00 | 320 | 19 | Sobmes HEIS

209.WIo-18-| 061995 | DOFRSs | N |22 | D 3 | 00 | 20| 19 |Sebmm HEIS

299WIo-1S | @IM199% | DR | N | 300 « | v 75 | 00 | 320 | 15 | Sebwwn EIS

2991018 | 05131996 [ BOMDOR | N |30 | E 4| 3 W | 00 | 320 | 19 |Sotmen HEIS

299.W19-18 | 0311996 | BomsK1 | N | 260 | D 2 130 | 00 | 320 | 19 |Setaen HEXS

299-W1-18 | 0626/159 | BOHGFO | N | 330 4 | U G| op | 120 | 19 | Scbeens HES

200-WISAS | 0W29N9%6 | BOHYNI | N | 300 2 | U 150 | 00 | 320 | 19 | Sebwens HES

- 209-W19-18 | OR29V1996 DO N | 220 4.6 50 00 120 19 Sobmers HEIS

299WIo18 |0a2nseé | B3 | N | 2™ | D 5| v 1] 00 | 320 | 15 |Sebmens HES

299-WIo-18 | 01771996 | BOXGO | N | 29 13 1| 00 | 320 | 19 |Sebumen HEIS

29%-W19-18 | 06171997 nll.‘sr-'l N r2) Y 017 4] 141 00 32.0 19 Sobmers HEIS

299-W19-18 | 127031997 | DOMRIXE N 100 D 2 ¥ 50 0.0 320 19 Submers HEIS

290WISI8 | 2201998 | BOTMS | N | 27 01 | uQ 0| 00 | 320 | 15 |Sebmen HETS

299-W19-18 | 1272371998 BOTHME | N 2 2 1Q 12 0.0 320 19 Submers HEIS

290-WIS-18 | 12301993 1970 82 94 90 | PosDisp BHI-0014%
299WIS-18 | 121501993 1% 232 | 247 | 240 |PosDbp BHI-00149
299-WI9-34A | 0w1711994 00 247 | 296 | 272 |PosDip BHI-00149
200.WI934B | @131n995 | BoDRmO | N | & 8 s 477 | Submers HEIS

299-W19:34B | 013171995 | BODPRI | N s | v s | u i 477 | Sebeneas HEIS

209.WIS-34B| 0171995 | BOFKGT | N | %2 10 s 477 | Sebmers HEIS

299-W19-34B | OR11995 | BOGFGA | N | 77 9 9 417 | Submers HEIS

299-W19-348 | 06/17/1994 0 375 | 390 | 383 | Bladfer BHI 00149 <wl
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Table A-1. Carbon Tetrachloride Concentrations in Samples Collected at Depths >10 m Below the Water Table. (20 pages)

Carboa Tetrachioride|  Chlorsiorm ScreewSample | . pSample
Cotoct | Sompie . ©a) (CHCI Ratis|  Depth :
Wen Do | rembe, |Fitered? &Fuu’ Data Souree Comment
o I e £ IR O e A et = ey
o {m bwt)
299-Wi9.34B | 06/27/1994 o 42 | 450 | 447 [ Diadder BHI-00149 vl
295-W19.34B | 071371994 21 512 | 527 | 520 | Bledder BI7-00149
209-W19-34B | 08N1994 154 628 | 640 | 634 |Subwas BHI-00149
209-W19.34B | 08/2211994 774 | 805 | 70 | Sobmers BHI-00149 <Qugll
299-W19-348 | oW121994 ®3 | 911 | 902 | Sebmers BHI-00149 2wl
199w22 {umnee ] worres | N | 32 s |u 1 | s45 | 577 | 527 {PusDigp HETS
9wn2 {onsness | sesmr | N | 34| @ s | v 1 | ses | 527 ] 577 [rosDisp HEIS
299w272 {00893 | mosme | N | 43 | L os | L s45 | 577 | 577 |rosDip E18
99wz {ownews [ mossve | N | a9 | L ost | L 45 § 579 | 577 [resDiep HEIS
20w272 | 12161993 | Bowr2e | N [ 37 ] @ 03 [ L 12 | s45 | 5727 | 577 [rosDisp HEIS
299-W21-2 | 01201995 | S0DRMA N 53 038 L 15 545 57.7 57.7 |FosDisp HEIS
299 w272 | osnonses | soirTer | N | 31 007 | U 44 | sas | 527 | 577 [PosDisp HEIS
299w27.2 | 061997 | BoLast | W ] 7| v 2 | sas | s27 | s17 [PosDigp HEIS
299-w272 | owooneos | noeT® | N ) s | ! g | sas | 522§ 517 |rosDigp HEIS
200-w27:2 |-060819% | BovKFs | N s | 0s | I 1o | sas | 5727 | 577 [rosDisp HEIS
60948-73C | osnvions | BoBTYVA [ N | 42 om | L 200 | 261 | 242 |PosDisp HELS
6994377C | 08nonvos | BocTNs | N | 44 | L 076 | L 6 | 200 | 261 | 242 [PosDigp HEIS
€9948-77C | 103171994 { BODSNE | Y 5 s | u 1 [ 200 | 260 | 242 |posDisy HEIS
694377C [oanmses [ morB20 | N | 3 | 3 s | v 1 | 200 [ 261 | 242 [PosDisp HEIS
60948-17C | oannses | sorB21 | N 1|1 sl U 1} 200 | 260 | 242 |PesDigy HEIS
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Table A-1. Carbon Tetrachloride Concentrations in Samples Collected at Depths >10 m Below the Water Table. (20 pages)

Carben w o:;;g- ScreeaSemple | oL |
Ratio Depth _
well ol | m Filtered? co | Dt Sowree Comment
bl 2l IR L R Py 4 by :".;: Metbod.
. = hwt)
S948TIC | 07121995 | BOGIWS | N s |u 1 | 200 | 260 | 242 |PesDisp HEIS
6994877C | 1024195 | BOGT | N | 4 | s | wp 1 | 200 | 261 | 242 |PosDimp HAS
SP4STIC | QL1199 | BOIWS | N 06 | 7 200 | 261 | 242 |PosDinp HEIS
69943-T7C | 017151996 | Detiz¥e | W 07 | 3 200 | 261 | 242 |PosDisp HES
9948TIC | OVNNI6 | BOHKWE | N 07 | ¢ 200 | 261 | 242 |PosDisp HEIS
GM4LTIC |0Msn9%6 | BaLYO | N | 6 07 | ¢ 9 | 200 | 261 | 262 |PeaDisp HETS
@MATIC |102N6 | BUIGTS | N | 5 08 | I 6 | 200 | 261 | 242 |PesDimp HESS
EHASTIC |0IZVI9%) | DORD4 | N | 6 05 | U 7 | 200 | 261 | 242 |PesDisp HEIS
S9487IC |oW2n9yT | BOB3 | N | & s | U 7 | 200 | 261 | 242 |PesDisp HEIS
9487IC |oaanser | DaiBe | N | & 09§ v 7 | 200 | 261 | 242 |PesDisp HEIS
694877C | owow997 | BoLwse | N | 6 9 | U 7 | 200 | 260 | 242 |PosDmp HEIS
GO4ETIC | 121997 | BoMRMaM | N | 7 09 | U s | 200 | 261 | 243 |PesDip HEXS
G94STIC | OIS | BONIYE | N | 8 s | v 9 | 200 | 261 | 242 |PosDisp HEIS
S94TIC | 01998 | BoNIYE ] N | & 09| U 7 | 200 § 261 | 242 |PosDisp HEIS
S99ALTIC |OVINI998 | KON301 | N | 8 o8 | 3 10 | 200 | 261 | 242 |PosDisp HEIS
@943TIC |0MWMIME | KGO | N | 7 09 | J t | 200 | 261 | 242 |PosDig HELS
GP4ETIC L 10720n9% | KMo | N | 7 07 | 1 10 | 200 | 261 | 242 |PosDisp HEIS
G94STIC | 01199 KO | N | 6 YR t | 200 | 261 | 242 |PesDisp HEIS
6994871C | w2199 [Koowe | N | 4 | ] 04 | U 10 | 200 | 261 | 242 |PesDim HEIS

0 'A%y

11€10-1HY




BHI-01311
Rev.0

] “odsos Jaeos 20 ‘panshon Begy JRS MR 0N 31 X S IRRS
DAmImp 250 sopue gy KmRIng W) spdems AP TR PIGOSIP 3N $000 pue seg SYoads JGX) PALIPONE 0 PN e Y o
W wormpal; o0 5 patblind SM, PRSP 10N Juq Ky pabpEy = () <
“wmp oamos Syl pedus Wi PO PRy )

etz sonmpeeel Pomabal-LNIN00 > ML =3 JENE NORNIP PORPI = ]
f

SHEN dasg] TR | 1W 0T ) N AENDE | SGELETAD | IOLL-3v-669
SEH daqsd| v 192 0T N OAENDX | SBGLEVED | DLL-BY-669
. Gug w)
POmaN | Cpy [Ome m)| (ag w) surg| o | e (200 e
{Seyduey e dey
D mqmey [ wng
mmEe) *umog B 0 . DTN pdureg 1P »
: whg | o) . tpo)’
aplwmegpinmag
adwegaeang WapeINn) IpuepRIRaL eI

(sa3%d 07) *3[qeL 19 I3 MoRY W 9T< S I¥ P[0 sAdIIES UF SUORELUNNOD) IPLIGUPRIR I, UOGIED “T-V IqGEL



BHI-01311
Rev. 0

Al.0 REFERENCES

Alexander, D. 1., Evelo, S. D., Johnson V. G., and Sweeney, M. D., 1995, Groundwater Impact
Assessment Report for the 216-T-4-2 Ditch, WHC-EP-0815, Westinghouse Hanford
Company, Richland, Washington. -

Auten, 1. E,, and Reynolds, K.D., 1997, Decommissioning Report for Well 299-W15-5,
BHI-01121, Bechtel Hanford, Inc., Richland, Washington.

Darrach, M. E, 1996, Point Dilution Tracer Test/Vertical Profile Sampling Results, CCN 037138,
interoffice memorandum from M. Darrach to J. R. Freeman-Pollard, dated September 27,
1996, Bechtel Hanford, Inc., Richland, Washington.

DOE-RL, 1991, Expedited Response Action Proposal (EE/CA & EA) for 200 West Area Carbon
Tbtrachlorfdc Plume, DOE/RL-91-32, Draft B, U.S. Department of Energy, Richland
Operations Office, Rlchland, Washington.

Ford, B. H., 1995, 200-UP-1 Vertical Profiling Activity Summary Report, BHI-00149, Bechtel
Hanford, Inc., Richland, Washington.

Hartman, M, J., 1999, Hanford Site Groundwater Monitoring for Fiscal Year 1998,
PNNL-12086, Pacific Northwest National Laboratory, Richland, Washington.

Hartman, M. J., and Dresel, P. E., 1997, Hanford Site Groundwater Monitoring for Fiscal Year
1996, PNNL-11470, Pacific Northwest Nationa] Laboratory, Richland, Washington.

Johnson, V. G., 1993, Groundwater Impact Assessment Report for the 216-Z-20 Crib, 200 West
Area, WHC-EP-0674, Westinghouse Hanford Company, Richland, Washington.

Newcomer, D. R., Doremus, L. A., Hall, S, H,, Truex, M. J., Vermeul, V. R., and Engelman,
R. E,, 1995, Geology, Hydrology, Chemistry, and Microbiology of the In Situ
Bioremediation Demonstration Site, PNL-10422, Pacific Northwest Laboratory,

Richland, Washington.

Swanson, L. C,, Pwenon R. B, Tolley, P. B., and Borghese, J. V., 1998, Fiscal Year 1997
Annual chort for the IOO-NR-Z 200-UP-I and 200-ZP-1 Pump and Treat Operations
and Operable Units, BHI-01126, Pacific Northwest National Laboratory, Richland,

Washington,

Wecekes, D. C., and Glaman, L. R., 1995, FY95 Site Characterization Status Report and Data
Package for the Carbon Tetrachloride Site, BHI-00399, Bechtel Hanford, Inc., Richland,
Washington.

A-21



DISTRIBUTION

ERC Team

K. A. Anselm (2), CHI

R. L. Biggerstaff, BHI

J. V. Borghese, CHI
G. A. Day, BHI

S. P. Luttrell (3), PNNL

Distr-1

H9-03

HO-02

HO-21
HO-21

- H9-02

HO-02
HO-21
HO0-09

- Ho-21

H9-02
H9-03
H9-02
HO-21
H9-02
H9-02

HO0-09
P8-55
K6-96

BHI-01311
Rev. 0



